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Preface

This Hardware Requirements Document (HRD) defines the minimum set of requirements for the
Human Research Facility (HRF) Muscle Atrophy Research and Exercise System (MARES) Rack
to be placed on the International Space Station (ISS). This document is under the control of the

HRF Configuration Control Board (CCB).

HRF CCB Chair DATE
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SCOPE

This specification defines the Human Research Facility (HRF) program
requirements for the HRF Muscle Atrophy Research and Exercise System
(MARES) Rack. The HRF MARES Rack is a facility class payload that will be
used to support the HRF.

The primary governing documents for the requirements levied in this document
are LS-71000, Program Requirements Document for the Human Research Facility
and SSP 57000, Pressurized Payloads Interface Requirements Document. Other
requirements are derived from the experiment unique interface definjtion
documents for the various items of HRF equipment.

authority must approve any
deviations from the requiremen

1-1
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APPLICABLE DOCUMENTS

The following applicable documents of the exact issue shown herein form a part
of this specification to the extent specified herein. If a revision level or date is not
cited, the latest version of the document should be used.

All specifications, standards, exhibits, drawings or other documents referenced in
this specification are hereby incorporated as cited in the text of this document.
Any updated revisions to documents specified herein shall be reviewed to
determine the impact to the design. Changes to the design or this document shall
only be made upon the direction of the HRF CCB.

DOCUMENTS

Document

Number Revision ocument Tit
220G07455 C Rack Handling Adapters - Upper Structure
220G07470 B ]

220G07475 C

220G07500

LS-71011 A A ic Noise Control & Analysis Plan for Human
Research Facility Payloads and Racks

LS-7101 Electromagnetic Compatibility Control Plan for the
Human Research Facility

LS-71053-1 Issue 3  Hardware Requirements Document for the Muscle

3 Atrophy Research and Exercise System (MARES) of
the Human Research Facility

MARES-0000- Issue ] MARES-HRF Interface Specification
SP-103-NTE

MIL-A-8625 9/93 Anodic Coatings for Aluminum and Aluminum Alloys
MIL-PRF- M Performance Specification Semiconductor Devices,
19500 General Specification for



Document

Number Revision

MIL-STD-810 F
Ch.2

MIL-STD- C

1686

NASA-STD- 02/98

6001

NASA T™M

102179

NHB 6000.1

NSTS/ISS

13830

NSTS-21000- B
IDD-MDK

NT-CWI-00

SAIC-TN-9

SN-C-0005 D
Ch. 6
SP-T-0023 C
SSP 30223 J
SSP 30233 F

LS-71090-1

Document Title

Environmental Test Methods and Engineering
Guidelines

Electrostatic Discharge Control Program for
Protection of Electrical and Electronic Parts,
Assemblies and Equipment (Excluding Electrically
Initiated Explosive Devices)

Flammability, Odor, Offgassing and Compatlblhty
Requlrements and Test Procedures fo ‘

Shuttle/Pyyload Interface Definition Document for
iddeck/Acgdmmodations

Task Performance Sheet (TPS)

Ionizing Radiation Dose Estimates for International
Space Station Alpha Using the CADrays 3-D Mass
Model

Space Shuttle Contamination Control Requirements

Specification, Environmental Acceptance Testing

Problem Reporting and Corrective Action for the
Space Station Program

Space Station Requirements for Materials and
Processes
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Document

Number Revision Document Title

SSP 30237 F Space Station Electromagnetic Emission and
Ch. 20  Susceptibility Requirements

SSP 30240 C Space Station Grounding Requirements
Ch. 6

SSP 30242 E Space Station Cable/Wire Design and Control
Ch.7  Requirements for Electromagnetic Compatibility

SSP 30243 F Space Station Requirements for Electromagnetic

Compatibility
SSP 30245 E Space Station Electrical Bopding Requirements

SSP 30257:004

SSP 30262:013
SSP 30312

Payload Rack to NASA/ESA/
ace Control Document

SSP 41017 H k toMini Pressurized Logistics Module Interface
Control Document (ICD) Part 2

SSP 500 International Space Station Flight Crew Integration

h.8  Standard (NASA-STD-3000/T)

SSP 50008 C International Space Station Interior Color Scheme

SSP 50467 Baseline ISS Cargo Stowage Technical Manual: Pressurized
Volume

SSP 52005 B Payload Flight Equipment Requirements and
Guidelines for Safety-Critical Structures

SSP 52051 Basic  User Electric Power Specifications and Standards

Vol. 1 Volume 1: 120 Volt DC Loads

SSP 57000 E Pressurized Payloads Interface Requirements
Document
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Document

Number Revision Document Title

SSP 57001 C Pressurized Payloads Hardware Interface Control
Document Template

SSP 57020 A Payload Accommodation Handbook

SSP 57245 Draft MARES-HRF MARES Rack Hardware Interface
Control Document

SSQ 21635 J Connectors and Accessories, Electrical, Rectangular,
Rack and Panel

ORDER OF PRECEDENCE

In the event of a conflict between the text of this spetifice gferences cited

herein, the text of this specification takes pr

specification, however, supersedes appligable Igwsang ious unless a

specific exemption has been obtained.
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SYSTEM REQUIREMENTS

ITEM DEFINITION

The following items of the HRF MARES Rack will be designed and certified
under this requirements document for use on International Space Station (ISS) as
a part of the HRF program. The MARES hardware used with this hardware is
certified under separate documentation that is maintained by the appropriate
program(s).

Table 3.1-1 lists the equipment items covered by this document, including the
stowage kits that will be used to transport the items and contain #fe itdms on-orbit.

TABLE 3.1-1. HRF MARES

N —
Item Name K \// Notes

HRF MARES Rack Structure Mougted toWIPLM for launch, APM on-orbit

UIP-PIP Power Cable

MWr, primary

™
PIP-MARES PME’D\e L PIPto MARES cable [ /
S

SUP/UQP/r@e@ble/ SUP or UOP to PIP cgém\n,sécongiary

UIP—P?RData\Ca/ble > for RMS inte

HWA&\ES Raxk Stowage Kit(s) / /) / =

</P (P(gwer ace Panel) PortaRle, moun on seat tracks

System Description Q

The purpose heHRF MARES is to accommodate the stowage and
deploym t off the HRF MARES and to provide a power interface to a Standard
ility Outlet Panel (UOP), or Utility Interface Panel (UIP).

ack will launch in the Mini Pressurized Logistics Module
(MPLM) on UF-3 and be installed in a rack space within the Attached Pressurized
Module (APM). All HRF MARES Rack components except the rack structure
will be stowed during launch.

The MARES and all its components, provided by the European Space Agency
(ESA), will be launched on UF-3. During launch and landing, the MARES
elements will either be mounted on the HRF MARES Rack structure or stowed in
launch containers. During on-orbit operations, MARES will be deployed in the
aisle. When not used on-orbit, MARES will be stowed.

Following transfer of this hardware to the APM, the MARES Main Box will be
attached to the Vibration Isolation Frame (VIF). The VIF attaches to the HRF
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MARES Rack structure via seat tracks. Further operations require attachment of
the pantograph, chair and power cable prior to the first session. MARES power is
obtained primarily through the rack UIP connector or secondarily via an SUP
within the APM. Stowage will be within the rack space occupied by the HRF
MARES Rack-MARES System. None of this hardware has a planned return
flight.

The interfaces among the HRF MARES Rack components, MARES, and ISS are
presented in Figure 3.1.1-1.

e e e e e ettt emamam A\
E :_ ..... _;_._._._i MARES ........................... .
B vl ITEMS MTI*{F]::S A
o ; MEC ICAL
A Rack |4 A » P
E 2 | : Vi Structure \) M
. | i i
x N i I HMECHANICAL N q |
. | F WER CABLE ' Sup
i B ; //‘K :
Lo I Fomeeee
Liox 1 AN OWER CABLE B
R § NPA \ P
D | i 1 |
: "A’-/_> b
: )
\d .

— PQWER C HRF MARES Rack ITEMS |

ANEEAN \

\
O E guM—l. HRF MARESRaek Machaniggl and Electrical Interfaces

Muscle Atrophy Research(and Sygtem (MARES)

performance of exercise tests protocols. The requirements for the MARES and its
components are specified in LS-71053-1, HRD for the MARES of the HRF.

Vibration Isolation Frame (VIF)

The purpose of the VIF is to avoid perturbation of the microgravity environment
of ISS while MARES is in use. At the same time, it keeps MARES in its correct
position, and limits the range of displacement of the equipment. Requirements for
the VIF are the responsibility of the MARES project team and are specified in the
MARES HRD, LS-71053-1.
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3.1.2 HRF MARES Rack Component Description

3.1.2.1 HRF MARES Rack Structure

The HRF MARES Rack structure is attached to the Columbus APM provided by
ESA. The structure design will be based on an International Standard Payload
Rack (ISPR). The HRF MARES Rack structure will allow for deployment and
stowage of the MARES system within an empty rack space.

The HRF MARES Rack structure will also accommodate all MARES hardware
manifested for UF-3 during launch.

3.1.2.2 Power Interface Panel (PIP)

The Power Interface Panel (PIP) is a portable pow
MARES and either the UIP, SUP, or UOP,_T
of the MARES. The interface concept fd
shown in Figure 3.1.2.2-1.

Duf e 7
] e [

L@ " 2 ] Interface | . M E5<
e =)

.

v
/_\/ J4D PIP :|J3
Power
Interface MARES
il Panel P

NOTE: Ground path for SUP interface is through the cable between SUP-J3 and PIP-J3.

Figure 3.1.2.2-1. Power Interface Panel Connections

3.1.23 UIP-PIP Power Cable
The UIP-PIP Power Cable is the electrical power cable that connects the APM’s

electrical power source on the UIP to the PIP. The nominal power source for the
MARES when attached to the PIP will be the UIP.
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3.1.2.6

3.1.3.1

3.1.3.2

3.1.33

3.1.34

3.1.35
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Standard Utility Panel/Utility Outlet Panel Power Cable

The SUP/UOP Power Cable connects the aisle electrical power source on the SUP
or UOP to the PIP. The SUP/UOP will be used as an alternative power source.

PIP-MARES Power Cable

The PIP-MARES Power Cable connects the PIP to the MARES Main Box.

UIP-PIP Data Cable

The UIP-PIP Data Cable connects the PIP to the UIP J43 connect his cable is

necessary to implement the Rack Maintenance Switch (RMS

Interface Definition

Vibration Isolation Frame to HRF MARESF

ating plane of the connection
VIF will attach to the HRF

P destg he UIP- 1
IP J43 connector to enable poe RF MARES Rack location in the APM.

The PIP-MAR Power Cable 1s used to connect the MARES to the PIP and
provide the MARES Main Box its 120 Vdc electrical power.

HRF MARES Rack to Attached Pressurized Module Structural Interface

The HRF MARES Rack structure attaches to the APM at existing rack attachment
points.

HRF MARES Rack to MPLM Structural Interface

The HRF MARES Rack structure attaches to the MPLM at existing rack
attachment points. The HRF MARES Rack structure will support MARES
hardware during UF-3 launch.

3-4



3.1.3.6

3.14
3.14.1

3.1.4.2

LS-71090-1

HRF MARES Rack to MARES Main Box Structural Interface

The HRF MARES Rack structure attaches to the MARES Main Box during UF-3
launch via a launch plate mounted within the structure. During on-orbit stowage,
the Main Box attaches to the structure by utilizing the same attachment points as
the Main Box to VIF interface. This interface will allow easy removal of the
Main Box for on-orbit use.

Operations
Launch/Landing Operation

The HRF MARES Rack structure will be launched in the MPLM on UF-3. The
HRF MARES Rack structure will be installed into the APM on-ofbit. All

his figire is/ffor descriptive purposes only. It is not the complete hardware
design nopt0 be used to determine applicability of requirements.

Figure 3.1.4.1-1. HRF MARES Rack Launch Concept - Exploded

On-Orbit Operation

The HRF MARES Rack and MARES hardware will be transferred to the APM
following launch. The VIF will be attached to the HRF MARES Rack for on-
orbit stowage and use via standard seat tracks. The MARES Main Box,
Pantograph, and Chair are attached to the VIF for on-orbit use, and detached for
stowage. Hardware accessories will be placed in the free space around the Main
Box, Pantograph, Chair and VIF for on-orbit stowage. All MARES accessories
will be deployed only when needed for operations. The on-orbit stowage and
deployment concepts are shown in Figures 3.1.4.2-1 and 3.1.4.2-2 respectively.
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LSP SUPPORT STRUCTURE

MARES LAUNCH/STOWAGE PLATE REVERSED
SHALL BE RE-MOUNTED IN RACK ALONG
BACK WALL AND ATTACHED TO SUPPORT
STRUCTURE

VIBRATION ISOLATION FRAME LAUNCH BAG
SHALL BE RE-USED FOR CM-ORBIT STOWAGE
////ﬁOF MARES ACCESSORIES

ASSEMBLED MARES UNIT

MARES OM ORBIT ACCESSORIES

HRF MARES RACK //ﬁSTOWAGE BAG

RACK UTILITY STOWAGE DRAWER

J/jé
MARES WIBRATION |SDLATION

FRAKME

NOTE: This figure is for descriptive purposes only. It is not the complete kardware design nor to be used to
determine applicability of requirements.

P

MARES ON ORBIT ACCESSCRIES
STOWAGE BAG

MARES VIBRATION |SOLATION

RE-POSITIONED UPPER
BODY RESTRAINTS

MARES SEAT BACK REST

MARES PANTOGRAPH
HRF MARES RACK

POWER INTERFACE PANEL

(PIP) MARES FOOT REST

MARES MAIN MOTOR BOX

NOTE: This figure is for descriptive purposes only. It is not the complete hardware design nor to be used
to determine applicability of requirements.

Figure 3.1.4.2-2. HRF MARES Rack On-orbit Deployment Concept
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3.2 CHARACTERISTICS

3.2.1 Functional Performance Characteristics

a. HRF MARES Rack shall provide stowage capability for all MARES hardware.

3.2.2 Physical Characteristics

3221 Mass and Center of Gravity Properties

Integrated racks shall be limited to 804.2 kg (1773 1bs) for launch and landing in the
MPLM and for ground and on-orbit operations. [SSP 57000, paragraph 3.1.1.4A]

Center of gravity data for the HRF MARES Rack shal{be provided for integration
purposes.

3222 Envelope

32221 Stowed Envelope

Stowage interface information i&ovided nt SSP 50467, ISS Stowag
Accommodations Hanfdbook: Pressturizéd Volume.

32222 Deployed En;eloe

prefrusions, on-orbit tempoyary protrugions,|on-Qrbit momentary protrusions, and
protrusmns for on- orblt keep alive payloady can be found in Section 6.1,

ents inSection .2.2.2.2.1 apply to 1nsta11at10n and

transportaion of the payload [e.g., launch, landing, Mini Pressurized
Logistics Module (MPLM) installation]. [SSP 57000, Section 3.1.1.7]

A. On-orbit protrusions, excluding momentary protrusions, shall not extend
laterally across the edges of the rack or pass between racks. [SSP 57000,
Section 3.1.1.7.A]

B. The HRF MARES Rack, excluding momentary protrusions, shall not prevent
attachment of Rack Mounting Adapter (RMA) on any seat track attach holes.
[SSP 57000, Section 3.1.1.7.B]



322.22.1.1

322221,
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Constraints which may be associated with payload protrusions include:

» removal of the protrusion during rack installation, translation, and crew
translation

» removal of the protrusion if RMA is installed on the rack
» removal of the protrusion to prevent interference with microgravity operations

» removal or powering off of the rack if the protrusion blocks Portable Fire
Extinguisher (PFE) access or the fire indicator

* may limit the rack location (e.g., Protrusion located in th
are limited to a total of no more than 12 inches.)

er"and the ceiling

* may limit operation of the payload

¢hs have a negative impact on

As is indicated by the constraints.above, p
i N00, paragraph 3.1.1.7]

crew operations and are to be zed. [3

rus' ons shall be limited to no more than
heenvelope’ shown in Figure 3.2.2.2.2.1.2-1.

7000, paragraph 3.1.1.7.2.C]

tools. [SSP

3-8



LS-71090-1
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Note:
1. The dimension for a Boeing ISPR is 3.50 (89). The dimension for a NASDA ISPR is 2.47 (63).

2. Protrusions are limited to 1.3 (33 mm) inches for ground processing and launch/landing as
described in paragraph 3.1.1.1.A

: All Sections mentioned in figure refer

the@cabl section of M)OO.

ermarnent Protrusions Envelope

32222k

ptrustensShall remain within the envelope shown in
[SSP 57000, paragraph 3.1.1.7.3.A]

B. The comrb of all on-orbit temporary protrusions for the integrated HRF
MARES Rack/MARES shall be designed such that they can be eliminated or
returned to their stowed configuration by the crew with hand operations and/or
standard IVA tools within 10 minutes. [SSP 57000, paragraph 3.1.1.7.3.B]

NOTE: HRF MARES Rack must provide stowage for on-orbit temporary
protrusions within its stowage allocation. [SSP 57000, paragraph

3.1.1.7.3]

NOTE: On-orbit temporary protrusions for payloads located in the floor or
ceiling are limited to 6 inches each or a total of 12 inches for both floor

and ceiling. [SSP 57000, paragraph 3.1.1.7.3]
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Note: On-orbit tempaorary protrusions for payloads located in the floor or ceiling are limited to
6 inches each or a total of 12 inches for both floor and ceiling.

Top of Rack
A
]
=
g
i
3.00 (76) sanaes e 200 (76)
17.00 (432)
g g
g = m
5 ™~ iy Ld
_ 8 41.50 (1054) = ay @
= ————— —* Rack Pivot Point
Battorn
of
Inches (mm) Rack
e —ag— Mote 1

Mote:
1. The dimension for a Boeing ISPR is 3.50 (89). The dimension for a NASDA ISPR is 2.47 (63).
2. Protrusions are limited to 1.3 (33 mm) inches for ground processing and launchflanding as
described in paragraph 3.1.1.1.4
3. The A1 and F1 positions in the JEM can not accommodate temporary protrusions
due to the interference with the Intermodule Ventilation (IMV) function.

3.2.2.2.2.2  Deployed Envelope Dimensions
The HRF MARES Rack deployed envelope dimensions are dependent on the

MARES hardware. Deployed envelope dimensions will be measured and verified
at an integrated hardware level and is outside the scope of this document.

3.2.3 Reliability, Quality and Non-Conformance Reporting

A. Reliability is ensured by compliance with the applicable qualification and
acceptance tests documented in Section 3.4 and by compliance with the useful
life requirement documented in Section 3.2.3.2. HRF hardware maintainability
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is ensured by compliance with the applicable ISS maintainability requirements
derived from SSP 57000 and documented in Section 3.0.

B. Quality Assurance for the HRF Program shall be implemented in accordance
with JPD 5335.1, “JSC Quality Manual”. [LS-71000, Section 7.3.1]

C. Non-Conformance Reporting
1. For flight hardware produced under a contract or subcontract at a site other

than Johnson Space Center (JSC), non-conformance reporting requirements
shall be specified in the Statement of Work (SOW) Data Reguirements

3.

Operational life applies to any hardware that deteriorates with the accumulation of
operating time and/or cycles and thus requires periodic replacement or refurbishment
to maintain acceptable operating characteristics. Operational life includes the usage
during flight, ground testing and pre-launch operations. All components of the HRF
MARES Rack shall have an operational life limit of 10 years.

32322 Shelf Life
Shelf life is defined as that period of time during which the components of a

system can be stored under controlled conditions and put into service without
replacement of parts (beyond servicing and installation of consumables). Shelf
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life items shall be identified and tracked on a list that is maintained as a part of the
hardware acceptance data pack.

Limited Life

Limited life is defined as the life of a component, subassembly, or assembly that
expires prior to the stated operational life in Section 3.2.3.2.1. Limited life items
or materials, such as soft goods, shall be identified and the number of operation
cycles shall be determined. Limited life items shall be tracked on a limited life
list that is maintained as a part of the hardware acceptance data pack.

Maintainability

A. Not applicable. HRF MARES Rack contains no pgytoad uniqye tools.

B. All Orbital Replacement Unit (ORU) conn
tool, shall be designed and placed so
hand. [LS-71000, Section 6.4.4.3.1]

C. It shall be possible to mate/dg¢ mdi
remove or mate/demate |co ng‘»c on O
. ) . <

»
00

s; whether gperated by hand or

r weekly basiy shall not require removal of another
hardware item or more/tha @ 7 [LS-71000, Section 6.4.4.2.6]

G. Not applicable. MARES Rack has no capture elements.

Logistics and Maintenance
Payload In-Flight Maintenance

Payloads shall be designed to be maintainable using Space Station provided
onboard tools. A list of available tools on-orbit is defined in the Payload
Accommodations Handbook. [SSP 57000, paragraph 3.12.10]

Maintenance

There are no scheduled or unscheduled maintenance requirements for HRF
MARES Rack.
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Environmental Conditions

On-Orbit Environmental Conditions
On-Orbit Internal Environments
Pressure

The HRF MARES Rack shall be safe when exposed to pressures of 0 to 104.8 kPa
(0 to 15.2 psia). [SSP 57000, paragraph 3.9.1.1]

Temperature

The HRF MARES Rack shall be safe when exposed tq
46 °C (50 to 115 °F). [SSP 57000, paragraph 3,

%s of 10 to

Humidity

oxygen.

Chemical B&

Cabin Air Heat Leak

The sensible heat leak to the cabin air from the HRF MARES Rack either alone or
together with the other ISPRs simultaneously active will not exceed the limits
specified in paragraph 3.5.1.8 of the Pressurized Payload Hardware Interface
Control Document, SSP 57001. These limits represent the total cabin air heat
load capability when the cabin temperature is at 18 °C (65 °F). The numbers in
Table 3.5.1.8-1 of SSP 57001 are the total cabin heat load allocation for all the
ISPRs on a module basis. [SSP 57000, paragraph 3.5.1.12]
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32513 Ionizing Radiation Requirements
3.2.5.1.3.1 Human Research Facility MARES Rack Contained or Generated Ionizing Radiation

Integrated racks containing or using radioactive materials or that generate ionizing
radiation shall comply with NSTS 1700.7, ISS Addendum, paragraph 212.1.
[SSP 57000, paragraph 3.9.3.1]

3.2.5.1.3.2  lonizing Radiation Dose

HRF MARES Rack should expect a total dose (including trapped protons and
electrons) of 30 Rads(Si) per year of ionizing radiation. A reviewof ¥

estimates in the ISS (SAIC-TN-9550) may show ionizing radid e
different than 30 Rads(Si) per year, if the intended locatic ack in the ISS
is known. [SSP 57000, paragraph 3.9.3.2]

3.2.5.1.33 Single Event Effect lonizing Radiation

erhal to the HRF MARES Rack
SEE) ionizing radiatiop-dsguming

B. HRF MARES Rack shall maintain positive margins of safety for MPLM
depress rates of 890 Pa/second (7.75 psi/minute) and repress rates of
800 Pa/second (6.96 psi/minute). [SSP 57000, paragraph 3.1.1.2.B]

C. Not applicable. HRF MARES Rack does not have a PFE access port.
D. Not applicable. HRF MARES Rack has no pressure relief devices.
3252 Acoustic Emission Limits

Not applicable. HRF MARES Rack contains no acoustic sources.
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TABLE 3.2.5.1.4-1. ENVIRONMENTAL CONDITIONS ON ISS

Environmental Conditions

Value

Atmospheric Conditions on ISS

Pressure Extremes

0 to 104.8 kPa (0 to 15.2 psia)

Normal operating pressure

See Figure 3.2.5.1.4-1

Oxygen partial pressure

See Figure 3.2.5.1.4-1

Nitrogen partial pressure

See Figure 3.2.5.1.4-1

Dewpoint

4.4 t0 15.6 °C (40 to 60 °F) ref. Figure 3.9.1.3-1 of SSP 57000

Percent relative humidity

25 to 75% ref. Figure 3.9.1.3-1 of SSP 57000

Carbon dioxide (CO2) partial pressure during normal
operations with 6 crewmembers plus animals

24-hr average exposure 5.3 g
Peak exposure 7.6 g

CO2 partial pressure during crew changeout with 11
crewmembers plus animals

24-hr average ex| re 7.6 mmHg
Peak exposute 10 mmNg

Cabin air temperature in USL, JEM, APM and CAM 1%@8\%3%0 82 C}l{)
Cabin air temperature in Node 1 /f 7 /Ua/ﬁ 1 °C (63 &\87 °F)\
Air velocity (nominal) ~—0.03+ 70023 nvs (10 t§ 40-f/min)

Airborne microbes

\  “Lessthan 1000 CFU/m3

Atmosphere particulate level

verage less than N)0,000 particles/ft3 for particles less than
.5 microns in size

d

MPLM Air Temperatures ‘\ Pas;Ve\El\lght( Actixy?l?ghts
Pre-Launch — 1570 24 °C (59 to 75.2 °F) 14 to 30 °f (57/2 to 86 °F)
Launch/Ascent ) 144624 °C (57210 752 °F) |  264a30/°C (¢8 to 86 °F)
On-Orbit (Cargo Bay + Depleymegt) ) / 24)to 44 °C (75.2 to 111.2 °F) <6 to 46 °C (60(8 to 114.8 °F)
On-Orbit (On-Station)  \ >~ L1723 1045 °C (734 to 1132 16 t0#3XC (60.8 to 109.4 °F)
On-Orbit (Retrigwat F Catgo Ray) 17 to 44 °C (62.6 to411.2 °F) | ) 11 t0o 45 °C (518 to 113 °F)
Descent/Landing__ NI 13 to 43 °C (554 to 100.45F) J/ 10 to 42 °C(50 to 107.6 °F)
Post-LgndingC \ | 13 to 43 °C (55X t0 109.4 2Fy | 10 to 42 °C (50 to 107.6 °F)
Ferry Flight \ / 15510 30 °TN(59Y to 86XF) | 15.5t0 30 °C (59.9 to 86 °F)
MPLM quimurh’ﬁe%@nt Temperatures T\ \ \ )
Pre-Launch\ / | ( 138°C(56.8 %) 12.5 °C (54.5 °F)
Launch/Ascetf_ [ [\ 138°CA56.8 °F) 12.5 °C (54.5 °F)
On-Orbit (Cargo Bay +Deploymensy” \ 13,8°C (56.8 °F) 12.5 °C (54.5 °F)
On-Orbit (On Station) /A 15.5 °C (60 °F) 15.5 °C (60 °F)
On-Orbit (Retrieval +Cargo By) | ) ) 10 °C (50 °F) 10 °C (50 °F)
Descent/Landing N 10 °C (50 °F) 10 °C (50 °F)
Post Landing N 10 °C (50 °F) 10 °C (50 °F)
Ferry Flight 15.5 °C (60 °F) 15.5 °C (60 °F)

Thermal Conditions

USL module wall temperature

13 °C to 43 °C (55 °F to 109 °F)

JEM module wall temperature

13 °C to 45 °C (55 °F to 113 °F) (TBR #7)

APM module wall temperature

13 °C to 43 °C (55 °F to 109 °F) (TBR #3)

CAM module wall temperature

13 °C to 43 °C (55 °F to 109 °F) (TBR #9)

Other integrated payload racks

Front surface less than 37 °C (98.6 °F)

*Microgravity

Quasi-Steady State Environment

See SSP 57000 Figures 3.9.4-2, 3.9.4-3 and Table 3.9.4-2

Vibro-accoustic Environment

See SSP 57000 Figure 3.9.4-4

General Illumination

108 Lux (10 fc) measured 30 inches from the floor in the center
of the aisle
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15.5 | _
T : | 02
1 Maximum N2 [ Partial Pressure
Lo Partial Pressure Control Band
I (11.6 psia) |
15.0 |
R _B*
JlE |
+ Total Pressure
145+— Control Band
14.0 [
e s i i’ i 4 Flammability -
1 . /7 Limit
| Low Logistics Total |/ (24.1% Oo)
E Pressure Contingency
3.5 f———+—————H
2.0 25 3.0 35 4.0

O Partial Pressure (psia)

Figure 3.2.5.1.4-1. Operating Limits of the ISS Atmospheric Total Pressure,

Nitrogen and Oxygen Partial Pressures
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3253 Lighting Design

The general illumination of the space station in the aisle will be a minimum of
108 lux (10 foot candles) of white light. This illumination will be sufficient for
ordinary payload operations performed in the aisle (e.g., examining dials or
panels, reading procedures, transcription, tabulation, etc.).

Payloads will meet the following requirements:

A. Payload work surface specularity shall not exceed 20 percent. Paints listed in
Table 3.2.5.3-1 meet this requirement. [LS-71000, Section 6.4.3.4A]

B. Lighting levels for tasks to be performed at payload worksite
provided, as defined in Table 3.2.5.3-2. [LS-71000, 6:4.3.4B]

C. Not applicable to HRF MARES Rack.

D. Not applicable to HRF MARES Rac

E. Not applicable to HRF MARES

TABLE 3.2. W

COLORS AND PAINTS

{ Q ZS‘/J <{ paint gpecilg%ation Per
Hardwar§ Descr Color /Fm'rsh\ \F-RD—ST -595
Equipment Rack UtmtxPaﬁqel Rec\e\ss White /Semiglosﬁ 27925 \/
Equ,ipaﬁlt/ﬁack\I\Jtility \}Qané{ TextLharacters Black < ter}e{s 37038

ISPR Utilitx Panel\Recess White— \ | Serfiigloss | 27925
ISPR\Utility\}{apei/ Re/ce/ss Text Characters Black \ \ Lu\terless 37038
Functic}lqal Unit}ltfi‘ﬁ/ty Panel Recess (as applicatﬂé) /Whik\ \ migloss | 27925
Functiond| Uit Utility Panel Recess Text Charq(cters Black ) / Lusterless | 37038

Rack Front Aisle Extensions ﬂ \ hi Semigloss | 27722
Overhead Rack Face Plates N\ | Oftwhite Semigloss | 27722

Port Rack Face Plates / ( ( ) Off-White Semigloss | 27722
Starboard Rack Face Plates{ \ / / Off-White Semigloss | 27722

Deck Rack Face Plates \ Off-White Semigloss | 27722
Overhead Rack Utility Panel Closeouts Off-White Semigloss | 27722

Port Rack Utility Panel Closeouts Off-White Semigloss | 27722
Starboard Rack Utility Panel Closeouts Off-White Semigloss | 27722

Deck Rack Utility Panel Closeouts Off-White Semigloss | 27722

Stowage Trays Off-White Semigloss | 27722

Stowage Tray Handle Straps (any location) Blue material Semigloss | 25102 or equiv.
Common Seat Track Interface Clear (Anodized) | Semigloss | none

Glovebox (Aluminum or Plastic) Medium Gray Gloss 16329 or 16373
Glovebox (Aluminum) White Gloss 17925
Glovebox (Aluminum or Plastic) Off-White Gloss 17722
Glovebox (Aluminum) Tan Gloss 10475
EXpedite the PRocessing of Experiments to Space Off-White Gloss 17875

Station (EXPRESS) Program Rack Utility Panels
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TABLE 3.2.5.3-2. PAYLOAD REQUIRED ILLUMINATION LEVELS

Required Lux
Type of Task (Foot-Candles)*
Medium payload operations (not performed in the aisle) 325 (30)
(e.g., payload change-out and maintenance)
Fine payload operations 1075 (100)
(e.g., instrument repair)
Medium glovebox operations 975 (90)
(e.g., general operations, experiment set-up)
Fine glovebox operations 1450 (135)
(e.g., detailed operations, protein crystal growth, surgery/dissection,
spot illumination)
*As measured at the task site
3.2.6 Transportability
3.2.6.1 Launch and Landing
Not applicable. HRF MARES har not transported to an; m orbit

ina stowage lo

3.2.7 Opera nal quire

3.2.7.1 Mechanisal InterfaceRequirements

Rack shall interface to Rack Shipping Containers in accordance
with the Teledyne Brown Engineering (TBE) as-built drawing 220G07500.
[SSP 57000, paragraph 3.1.1.1.B]

C. HRF MARES Rack shall interface to Rack Handling Adapters (RHAs) in
accordance with the following TBE as-built drawings: 220G07455 Upper
Structure Assembly, 220G07470 MSFC Base Assembly, and 220G07475
SSPF Base Assembly. [SSP 57000, paragraph 3.1.1.1.C]

D. HRF MARES Rack shall be limited to ground transportation accelerations of

80% of flight accelerations defined by SSP 41017 Part 1, paragraph 3.2.1.4.2.
[SSP 57000, paragraph 3.1.1.1.D]
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3.2.7.1.2.1

3.2.7.1.3

32.7.1.4

3.2.7.1.4.1

3.2.7.1.4.2
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Module Interfaces
MPLM Interfaces

A. HRF MARES Rack shall interface to the MPLM structural attach points in
accordance with SSP 41017 Part 2, paragraph 3.1.1. [SSP 57000, paragraph
3.1.1.2.A]

B. HRF MARES Rack shall be limited to producing interface attach point loads
less than or equal to those identified by SSP 41017 Part 1, paragraph 3.2.1.4.3,
based upon an acceleration environment as defined in SSP 41017 Part 1,
paragraph 3.2.1.4.2. [SSP 57000, paragraph 3.1.1.2.E]

HRF MARES Rack Structure Requirements

. HRF MARES Rack shall comply with th

Services connectors intended to be used by the payload as listed in
Table 3.2.7.1.4.1-1. [SSP 57000, paragraph 3.1.1.6.1]

Umbilical Physical Mate
HRF MARES Rack shall provide a PIP and umbilicals that allow connection of
rack utilities from the rack to the standoff UIP defined in SSP 41002, Figure

3.2.2-1 and the appropriate UIP connector layout defined in SSP 41002 Figures
3.3-1 through 3.3-5. [Derived from SSP 57000, paragraph 3.1.1.6.2]

3-19



LS-71090-1

TABLE 3.2.7.1.4.1-1. MODULE CONNECTORS

Module Connector Module Part Number Resource
UIP
A ]l NATCO7T25LN3SN Main Power
B | ]2 NATCO7T25LN3SA Essential/Auxiliary Power
C |J3 NATCO7T15N35SN 1553 Bus A
D | J4 NATCO7T15N35SA 1553 Bus B
E | J7 NATCO7T13N4SN High Rate Data Link (HRDL)
F | Jl6 NATCO7T15N97SB Optical Video
G | J43 NATCO7T13N35SA FDS/Power Maintenance
H |45 NATCO7T11N355C gfanlftfgjﬁ%’fm \%ngs)
1 | J46 NATCO7T1IN35SA AN\
I |47 NATCO7T1IN35SB a2\ \
K |77 NATCO7T13N35SB Electrica\Video\
L (Tglgg?%ggmml System | 83 16348, male, Categon@(e)ﬁ\g/gB/ NrCs Mod Swpply
M | TCS Mod 683-16348, male Category 6\Keyin{ C | TCS Mod Return
N | TCS Low 683-16348 miale, Category 6, Keying B | TCS Low Supply
O | TCS Low 683-16348| mald>Category 6, KdyingC | TCS Low Return -]
P | Gaseous Nitrogen (GN2) | 683-163484352 \/ GN2
Q | Vacuum Exhaust 683—\}6348, male,/%tggory 3, Keying B | Vacuum Exhaus/t /
R | Vacuum Resource / 6837416348, malgl Category 3, Keying A | Vaggim Resource (
S | Argon (Ar) \ 1% 683-1?3‘4&3@6, Category 8, Keying C \
T | HeliumHer~_ \ <[ 683:16348, male, Category 8, Keyjrg E_ | HE ) \
U | ¢o7 NN 683-16348, male, Category 8. KeyingD | COZ v
FLUID SERVICES
V \ Potable Wager / 683-16348, male €ategory %, Kdying D\ | Potable Water
W }\{uid Sélémérvicer (Fss) | ber.Dwe fﬂmf’ 053) QD\’/ FSS
UOP
X |13 NATC00RISNITSN™ Power/1553 Bus
Y | J4 /TNATCOQT ISNQISN-" Power/1553 Bus
Z |4 [ (| NATCO0I15N97SA Power/Ethernet
NOTES: 1. Integrated ra&g((comkgtgr/[{art mbers are listed in the appropriate sections of SSP 57001.
2. UOP connectoy architecture4s specified in SSP 57001, paragraph 3.2.7.1.
SUP
AA | 11 NATCOOT15N97SN Power/Data
AB | ]2 NATCO0T15N97SN Power/Data
AC | J3 NATCOOT15N97SN Power
AD | J4 (SUP - 1 & 4 only) NATCO0T15N35SN APM Payload 1553 Bus
APM Institute of Electrical
AE | IS NATCOOTLIN35SN (IEEE) 8093 Norginal Local
Area Network (LAN)
AF | J6 (SUP - 1 & 4 only) NATCOOT15N97SN Video/High Rate Data
AG | J7 (SUP - 1 & 4 only) NATCOOT13N35SA Smoke Sensor/EWACS
AH | I8 Reserved Reserved
Al | 19 NATCO0T11N35SN APMIEEE §02.3 Redundant
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3.2.7.2.1
3.2.7.2.1.1

3.2.7.2.1.2

327222

3.2.7.2.3
3.2.7.23.1
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Electrical Power Interface Requirements

Electrical power characteristics are specified in this section for two interfaces,
Interfaces B and C, as depicted in Figure 3.2.1-1, Electrical Power System
Interface Locations, of SSP 57000. Integrated racks, payload associated hardware
and payload hardware connected to UOPs in the U.S. Lab (USL), Japanese
Experiment Module (JEM), and Centrifuge Accommodation Module (CAM) or
the SUPs in the APM are required to be compatible with the prescribed
characteristics of the Electrical Power System (EPS). For purposes of this
specification, compatibility is defined as operating without producing an unsafe
condition or one that could result in damage to ISS equipment or payload
hardware. [SSP 57000, paragraph 3.2.1]

Steady-State Voltage Characteristics

Interface B

The HRF MARES Rack at Interface B shy
steady-state voltage limits of 116%q 126 Vd

g-and be compatible with the
P 57000, paragraph 3.2.1.1.1]

Interface C

Ripple V¢ltagé Spectrur

rum-as shown in Figure 3.2.1.2.2-1 of SSP 57000. [SSP 57000,
paragraph 3.2.1.2.2]

NOTE: This limit is 6 dB below the Electromagnetic Compatibility (EMC)
CS-01, 02 requirement in SSP 30237 up to 30 MHz.

Transient Voltages
Interface B

The Electrical Power Consuming Equipment (EPCE) at Interface B shall operate
and be compatible with the limits of magnitude and duration for the voltage
transients at Interface B as shown in Figure 3.2.1.3.1-1 of SSP 57000. The
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envelope shown in this figure applies to the transient responses exclusive of any
periodic ripple and/or random noise components that may be present.
[SSP 57000, paragraph 3.2.1.3.1]

NOTE: APM EPS transients less than 100 microseconds (ps) are defined in COL-
RQ-ESA-014, paragraphs 4.1.5.3 and 4.1.7.2. (in compliance with CS06
requiring a 10 ms pulse injection). Payloads meeting CS06 requirements
in SSP 30237 are in compliance with the APM requirements.

327232 Interface C

The EPCE at Interface C shall operate and be compatible with the H

B. Undervoltage conditions of +102 Vdc for an indefinite period of time.
[SSP 57000, paragraph 3.2.1.3.4.B]

3.2.7.2.6 Connectors and Pin Assignments
A. Not applicable to HRF MARES Rack.
B. HRF MARES Rack connectors to UIP shall meet the pin out interfaces of the

UIP connector J2 as specified in SSP 57001, paragraph 3.2.1.1. [SSP 57000,
paragraph 3.2.2.1.B]
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3.2.7.2.7

3.2.7.2.8
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C. HRF MARES Rack connectors to UIP shall meet the requirements of
SSQ 21635 or equivalent. [SSP 57000, paragraph 3.2.2.1.C]

D. Not applicable to HRF MARES Rack.

E. HRF MARES Rack connectors to UOP shall meet the pin out interfaces of the
UOP connectors J3 and J4 as specified in SSP 57001, paragraph 3.2.1.2.
[SSP 57000, paragraph 3.2.2.1.E]

F. HRF MARES Rack connectors to UOP shall meet the requirements of
SSQ 21635 or equivalent. [SSP 57000, paragraph 3.2.2.1.F]

Power Bus Isolation

A. HRF MARES Rack shall provide a minimupr6t p-n ation in parallel

[Mutual capacitance is defined
ctrornagnetlc Interference (EMI)

payload unique Interface Control Document (ICD).
Compatibility With Soft Start/Stop Remote Power Controller

HRF MARES Rack shall initialize with the soft start/stop performance
characteristics when power is applied, sustained, and removed by control of
remote power control switches. The soft start/stop function, active only when the
RPC is commanded on or off, is limited to 100 amps/ms, or less, by the RPC
output. The response of the soft start/stop function is linear for resistive loads for
1 to 10 ms for USL feeds, 1 to 2 ms for JEM main, and 0.2 ms for JEM 10 amp
auxiliary feeds, and 1 to 5 ms for APM feeds between 0 amp and rated current
level. [SSP 57000, paragraph 3.2.2.3]
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3.2.7.2.10

3.2.7.2.11
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Surge Current

The HRF MARES Rack surge current at the power inputs shall not exceed the
surge current values defined in Figures 3.2.2.4-1 and 3.2.2.4-2 of SSP 57000
when powered from a voltage source with characteristics specified in paragraphs
3.2.7.2 and 3.2.7.2.8, with the exception that the source impedance is considered
to be 0.1 ohm. The duration of the surge current shall not exceed 10 ms. These
requirements apply to all operating modes and changes including power-up and
power-down. [SSP 57000, paragraph 3.2.2.4]

Reverse Energy/Current

The HRF MARES Rack electrical interface main input powet and-auxiliary input

requireen , Internal overcurrent protection circuits and devices are not
considered to be loads. [SSP 57000, paragraph 3.2.2.6.1.1.E]

D. HRF MARES Rack circuit protection device trip ratings shall be coordinated
with the upstream RPC trip characteristics so that an event that activates
protection in a downstream device will not also trip the one upstream.

[SSP 57000, paragraph 3.2.2.6.2.1.1]
E. The HRF MARES Rack connected to a UOP shall operate and be compatible

with the characteristics in Figure 3.2.6-5 as described in paragraph 3.2.6
located in SSP 57001. [SSP 57000, paragraph 3.2.2.6.1.1.C]
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3.2.7.2.11.1 HRF MARES Rack Trip Requirements Summary

A. The HRF MARES Rack PIP shall trip at a current greater than or equal to 10
amps for 19+/-1 msec.

B. The HRF MARES Rack PIP shall limit the fault current to less than 12 amps.
C. The HRF MARES Rack PIP shall achieve current limit within 1 millisecond.
The above three requirements satisfies all trip requirements for the following

power interfaces listed in Table 3.2.7.2.11.1-1.

TABLE 3.2.7.2.11.1-1. PIP COMPATIBLE PQWERAINT ACES

D

Minimum Trip Le Hfl Trip Time /
Type of RPCM (amps) ec) Current Limiting
APM SSPC 10A lateral /\")Q \ < 1.5 Y
APM SSPC 10A overhead K8 s P
APM SSPC 25A/—\ \/?6 / 1.5 r /"
APM SSPCS0A ) (72 1.5 ~/ /v
APM §sPC SNPT0A ]~ 2611 TN

~ VY
TJEMNRPOM PDY 10A 17 o) \_-Y

NEM RPCMWPDL25A 42.1 % Y
< | JEM RPCM PDU 50A 5\ \ 10 Y
LoSReCM ype L (UOP) | /7 /132 ][ \311 Y
US RPCM type II_—— ( \27.5/ / 311 Y
US RPCM gyfe I—" | \__ 545 40.1 N
Us RPC}\(f typeQH )/ 95 1.1 N
Us RPC]\>I\type m— 250 0.1 N
US RPCM typs TV 65 26 N
US RPCM type V 12A 13.2 31.1 Y
US RPCM type VI 275 40.1 N
US RPCM type VI 475 11 N
US RPCM type VI 125 0.11 N
NOTE: Characteristics are derived from SSP 52051 Volume 1, Tables 3.1.1.5-1, 3.1.1.6.1-1, and
3.1.1.6.2-1.

The PIP does not satisfy power interfaces with trip requirements less than
12 amps. These power interfaces are listed in Table 3.2.7.2.11.1-2.
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TABLE 3.2.7.2.11.1-2. PIP NON-COMPATIBLE POWER INTERFACES

Minimum Trip Level | Minimum Trip Time
Type of RPCM (amps) (msec) Current Limiting
JEM RPCM PDB 1.5A 2.55 10 Y
US RPCM type V 3.5A 3.8 13.2 Y
JEM RPCM PDB 5A 8.5 10 Y
JEM RPCM PDB 10A 12.75 10 Y
NOTE: gharagtgristics are derived from SSP 52051 Volume 1, Tables 3.1.1.5-1, 3.1.1.6.1-1, and
1.1.6.2-1.

Rack Complex Load Impedances

Interface B

gmponent of the HRF S
the minimum defined i Fig . £ 8SP 57000 At frequen01es where

Interface

The load impedance presented to Interface C shall not exceed the bounds defined
by Figure 3.2.2.7.2-1 of SSP 57000 for input over the frequency range of 50 Hz to
100 kHz. The magnitude component of the EPCE input impedance should not be
less than the minimum defined in Figure 3.2.2.7.2-1 of SSP 57000. At
frequencies where the magnitude component of the EPCE input impedance is less
than the defined minimum, the phase component of the input impedance shall not
exceed the bounds defined in this Figure. [SSP 57000, paragraph 3.2.2.7.2]

Large Signal Stability
The HRF MARES Rack shall maintain stability with the ISS EPS interface by

damping a transient response to 10 percent of the maximum response amplitude within

1.0 ms, and remaining below 10 percent thereafter under the following conditions:
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1. The rise time/fall time (between 10 and 90 percent of the amplitude) of the input
voltage pulse is less than 10 microseconds. [SSP 57000, paragraph 3.2.2.8.1]

2. The voltage pulse is to be varied from 100 to 150 ps in duration. [SSP 57000,
paragraph 3.2.2.8.2]

NOTE: Figure 3.2.2.8-1 of SSP 57000 is used to clarify the above requirement.

3.2.7.2.14 Deleted
3.2.7.2.15 Electrical Load - Stand Alone Stability

The HRF MARES Rack shall provide local stability by meeting t
conducted susceptibility requirements defined in Paragraph 3
[SSP 57000, paragraph 3.2.2.10]

A. Paragraph 3.2.2.1 of SSP 30237 (CS01)

B. Paragraph 3.2.2.2 of SSP 30237 (CS0O

3.2.7.2.16

useg’4 gayge wire for main and auxiliary connections
, patagrap 3.1.C]

3.2.7.2.17 ExclusiveRower Feeds

A. The HRF MARES Rack shall receive power only from the UIP dedicated to
its rack location. [SSP 57000, paragraph 3.2.3.2.A]

B. Cabling shall not occur between Interface C connected EPCE with Interface
B; and/or Interface B connected EPCE with Interface C. [SSP 57000,
paragraph 3.2.3.2.B]

32.7.2.18 Loss of Power

The HRF MARES Rack shall fail safe in the event of a total or partial loss of
power regardless of the availability of Auxiliary power in accordance with
NSTS 1700.7B, ISS Addendum. [SSP 57000, paragraph 3.2.3.3]
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3.2.7.2.19.1

3.2.7.2.19.2

3.2.7.2.19.3

3.2.7.2.194
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Electromagnetic Compatibility

The HRF MARES Rack shall meet the payload provider applicable requirements
of SSP 30243, paragraphs 3.1, 3.5, and 3.6.2. [SSP 57000, paragraph 3.2.4]

Electrical Grounding

The HRF MARES Rack shall meet all requirements specified in Section 3 of
SSP 30240. [SSP 57000, paragraph 3.2.4.1]

Electrical Bonding

HRF MARES Rack shall interface with the module bond strap pe¢SSP 57001

FREQUENCY RSO3PL LIMIT (V/m)
14kHz - 400 MHz 5
400 MHz - 450 MHz 30
450 MHz - 1 GHz 5
1GHz - 5GHz 25
5GHz - 6GHz 60
6 GHz - 10GHz 19
13.7 GHz - 15.2 GHz 25
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COMMENTS: The less stringent RSO3PL limit was developed to envelope the
electric fields generated by ISS transmitters and ground-based
radars tasked to perform space surveillance and tracking. Ground-
based radars that are not tasked to track the ISS and search radars
that could momentarily sweep over the ISS are not enveloped by
the relaxed RSO3PL. For most scientific payloads, the minimal
increase of EMI risk for the reduced limits is acceptable. The
RSO3PL limit does not account for module electric field shielding
effectiveness that could theoretically reduce the limits even more.
Although shielding effectiveness exists, it is highly dependent on
the EPCE location within the module with respect tQ ISS windows.

3.2.7.2.19.5  Alternating Current Magnetic Fields

3.2.7.2.19.6

“susceptitle to ESD up to 15,000 V shall be in
-1686. These voltages are the result of charges that

3.2.7.2.21 Corona

HRF MARES Rack electrical and electronic subsystems, equipment, and systems
shall be designed to preclude damaging or destructive corona in its operating
environment. Guidance for meeting the corona requirement is found in MSFC-
STD-531, High Voltage Design Criteria. [SSP 57000, paragraph 3.2.4.8]

3.2.7.2.22 Lightning
The HRF MARES Rack shall meet the lightning induced environment
requirement in paragraph 3.2.8.1 of SSP 30243. [SSP 57000, paragraph 3.2.4.9]

3-29



LS-71090-1

32.73 Command and Data Handling Interface Requirements
3.2.7.3.1 Word/Byte Notations, Types and Data Transmissions
Not applicable to the HRF MARES Rack.
3.2.73.2 Consultative Committee for Space Data Systems
Not applicable to the HRF MARES Rack.
32733 MIL-STD-1553B Low Rate Data Link
Not applicable to the HRF MARES Rack.
32.734 Medium Rate Data Link
Not applicable to the HRF MARES Rac

3.2.73.5 High Rate Data Link

Not applicable to the HRF A@ Rack.
3.2.7.3.6

3.2.7.3.6.1

ABLE 3.27.3.6.1-1. BI-LEVEL DATA CHARACTERISTICS

(SWITCH CONTACT)

Parameter Eng. Unit ISPR
Type Floating (Isolation resistance > 1MQ)
Transfer DC coupled
Interface (I/F) Resistance (closed) Q <25
I/F Resistance (open) MQ >1
Open Circuit Leakage Current LA 0to 100
Operating Current (closed) mA 0.2 to 30
Minimum Open Circuit Voltage v 20
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3.2.7.3.6.2  Smoke Detector Interfaces
Not applicable. HRF MARES Rack does not utilize the rack smoke detector.

3.2.7.3.6.3  Rack Maintenance Switch (Rack Power Switch)/Fire Detection Support Interface
Connector

A. Integrated rack connector P43 mating requirements to the UIP connector J43
are specified in paragraph 3.2.7.1.4.1, G. [SSP 57000, paragraph 3.3.10.3.A]

Not applicable MARES Rack.
3.2.7.9 Fire Protection Interface Requirements
3.2.79.1 Fire Prevention

HRF MARES Rack shall meet the fire prevention requirements specified in
NSTS 1700.7B, ISS Addendum, paragraph 220.10a. [SSP 57000, paragraph 3.10.1]

3.2.79.2 Payload Monitoring and Detection Requirements

Not applicable to HRF MARES Rack.
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3.2.793 Fire Suppression

Each separate HRF rack and subrack equipment volume, which contains a
potential fire source will require fire suppression capabilities. Determination of
potential fire sources will be presented to and approved by the Payload Safety
Review Panel (PSRP) during the phased safety reviews. Safety fire suppression
requirements are specified in NSTS 1700.7B, ISS Addendum, paragraph 220.10c.
[SSP 57000, paragraph 3.10.3]

3.2.794 Labeling

Not applicable to HRF MARES Rack
3.2.7.10 Other Interface Requirements
3.2.7.10.1 Human Research Facility MARES Rack tolv

All HRF MARES Rack to MARES interfa
33 DESIGN AND C
3.3.1 Materigls, Procesbes, And Parts
et
1.1 @teri Is a

b6 HRF MARES Rack shatl uge ¢rials aind\parts that meet the materials
requirements specified in NSTS B, I8S Addendum, Section 209.

3.3.1.1.1.1 Russian

comply with the applicable
RR Interface Specification.

A. Materq]s shall comply with the “Agreement on the Safe Utilization of
Materials in Cargos to be Delivered to ISS by Any Vehicle and Transferred to
ISS for Stowage and/or Operation” dated 6/22/2000.

B. Fiberglass cloth tape shall not be used in HRF payloads that may be carried
into the ISS Russian segment. (Materials and Processes Technology Branch)

3.3.1.1.2 Commercial Parts
Commercial-Off-the-Shelf (COTS) parts used in the HRF MARES Rack shall

meet the materials requirements specified in NSTS 1700.7B, ISS Addendum,
Section 209. [SSP 57000, paragraph 3.11.1.1]
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33.1.1.4

3.3.1.1.5

33.1.2

3.3.1.5

3.3.1.6
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Fluids

Not applicable. HRF MARES Rack does not contain fluids or utilize ISS fluid
services.

Cleanliness

HRF MARES Rack shall conform to Visibly Clean-Sensitive (VC-S) cleanliness
requirements as specified in SN-C-0005. [SSP 57000, paragraph 3.11.3]

Fungus Resistant Material

g10 the
0, paragraph

HRF MARES Rack shall use fungus resistant materials acce
requirements specified in SSP 30233, paragraph 4.2.19Q
3.11.4]

Sharp Edges and Corners Protection

Screws and Bolts
Threaded ends of screws and bolts accessible by the crew and extending more
than 3.0 mm (0.12 in) shall be capped to protect against sharp threads.

[SSP 57000, paragraph 3.12.9.5]

Securing Pins

Securing pins shall be designed to prevent their inadvertently backing out above
the handhold surface. [SSP 57000, paragraph 3.12.9.6]

3-33



3.3.1.7

3.3.1.8

3.3.1.9

332

3.3.2.1

333

334
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Levers, Cranks, Hooks, and Controls

Levers, cranks, hooks, and controls shall not be located where they can pinch, snag,
or cut the crewmembers or their clothing. [SSP 57000, paragraph 3.12.9.7]

Burrs
Exposed surfaces shall be free of burrs. [SSP 57000, paragraph 3.12.9.8]

Locking Wires

A. Safety wires shall not be used on fasteners, which must be ynfastemed for

RGM})”
Nameplates artd Proddct Marki
v

cables, switches, indicators,andcontrgls shall bg lab€led. Labels are markings of
any form [including Inven ory Managemeny System (IMS) bar codes] such as
decals and plagca Prich s-adhered, “silk screened ” engraved, or

Workmanship

Workmanship shall be in accordance with approved NASA and industry
recognized standards. [LS-71000, Section 7.3.1]

Interchangeability

The HRF MARES Rack hardware will be built to flight released drawings. This
will ensure interchangeability among each subassembly.
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3.3.5.2

3.3.5.2.1

3.3.5.2.2

3.3.5.23

3.3.5.2.4
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Safety Requirements

Electromagnetic Interference Susceptibility for Safety-Critical Circuits

Not applicable to HRF MARES Rack.

Payload Electrical Safety

Mating/Demating of Powered Connectors

EPCE shall meet the electrical safety requirements as defined in NSTS 1700.7
Addendum. Payloads shall comply with the requirements for ma jemating of

powered connectors specified in NSTS 18798, MA2-97-09
paragraph 3.2.5.1.1]

Power Switches

A. Switches/controls performing on/off power functions for all power interfaces
shall open (dead-face) all supply circuit conductors except the power return
and the equipment grounding conductor while in the power-off position.
[SSP 57000, paragraph 3.2.5.3.A]

B. Power-off markings and/or indications shall be used only if all parts, with the
exception of overcurrent devices and associated EMI filters, are disconnected

from the supply circuit. [SSP 57000, paragraph 3.2.5.3.B]

C. Not applicable to HRF MARES Rack.
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3.3.5.25 Portable Equipment/Power Cords

A. Non-battery powered portable equipment shall incorporate a three-wire power
cord; e.g., a 120 volt supply lead (+), a 120 volt return (-) lead and a safety
(green) wire, one end connected to the portable equipment chassis (and all
exposed conductive surfaces) and the other end connected to structure at the
Ground Fault Circuit Interrupter (GFCI) location through the GFCI interface.
A system of double insulation or its equivalent, when approved by NASA,
may be used without a ground wire. [SSP 57000, paragraph 3.2.5.5.A]

B. Not applicable to HRF MARES Rack.

3.3.6 Human Engineering

3.3.6.1 Closures or Covers Design Requirements

Not applicable to the HRF MARES Rac

3.3.6.2 Interior Color

3.3.6.2.1

owage drawers meant for
ite, specification #27722 as

3.3.6.2.2 Stowed/Deployable Equipment

The colors and finishes for stowed and deployable equipment, even if it is
normally attached to the rack during use shall be as specified below:

A. COTS equipment that is not repackaged by HRF engineers shall be finished as
delivered by the manufacturer. [LS-71000, Section 6.4.3.5.2A]

B. Items that are repackaged by HRF engineers shall be finished using anodic

film per MIL-A-8625, Type I, Class 2, Dyed Turquoise. Reference FED-
STD-595, Color Specification 15187. [LS-71000, Section 6.4.3.5.2B]
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3.3.6.3

3.3.6.4

3.3.6.5

3.3.6.6

LS-71090-1

Colors for Soft Goods

Human factors engineering will provide guidance in the appropriate colors for soft
goods, in cooperation with the lead engineers, who will provide data on the
available color choices for the specified materials. [LS-71000, Section 6.4.3.5.3]

Full Size Range Accommodation

All payload workstations and hardware having crew nominal operations and
planned maintenance shall be sized to meet the functional reach limits for the 5th
percentile Japanese female and yet shall not constrict or confine the hody
envelope for the 95th percentile American male as specified in 005,
Section 3. [LS-71000, Section 6.4.2.3]

Operation and Control of Payload Equipment
A. Grip Strength

To remove, replace and
be less than 254 N (57 1

Maintenance Operations
Forces required for maintenance of payload hardware and equipment shall be less
than the 5th percentile male strength values shown in Figures 3.3.6.4-1, 3.3.6.4-2,
3.3.6.4-3,3.3.6.5-1, and 3.3.6.5-2. [LS-71000, Section 6.4.1.2]

Adequate Clearance

The payloads shall provide clearance for the crew to perform installation,

operations and maintenance tasks, including clearance for hand access, tools and
equipment used in these tasks. [LS-71000, Section 6.4.2.1]
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@ @ 3 “ )\ © @)
Degree of elbow Pull Push NUp \Do In _Aut
flexion (rad) L** R** L R L] R ~N Y[ R L R [AL/] R
T 222 231 | BT N 222 =N 58 76 58 89 36/ 62
5/6m 187 249 133 [ )187 67 80 80 89 67  1~%89 3¢ 67
23w 151 [ 4% _b1e 160 76| 107 93 116 897 | 98 4f 67
12n 142 165\]_98 4 | 76 89 93 116 7T ~—_80 45 71
13n 116 107 1 _96 151 X 67 89 80 %9~ | %6 8ON\] 53\ [ 76
\ N\ ~Hand and thumb-finger strength (N) ) \ -
N\ ®\ O~ < )1/ s
< \  Nand Grp \ |
\ ]L R Thumb-finger grip\(Palmer) / Thumb-finger grip (tips)
Morﬂilzjtary hold |/ /50 260 6b\ \ X 60
Susta\ned hol 145 155 35 35
*Elbow)igle th(yyif radians / ( \ ) \/
**L = Left\R =KRight
i | Arm Swength b)) /
) @) 6 \ @ [6) (6) @)
Degree of elbow Pull sh Up— Down In Out
flexion (deg) L A I/ L J—=x] L R L R L R L R
180 50 [52 |\ 42 50/ 9 14 13 17 13 20 8 14
150 42 \56 30 47 15 18 18 20 15 20 8 15
120 34 X2 26 36 17 24 21 26 20 22 10 15
90 32 N2~ | 36 17 20 21 26 16 18 10 16
60 26 24 22 34 15 20 18 20 17 20 12 17
Hand and thumb-finger strength (Ib)
® )] (10)
Hand Grip
L R Thumb-finger grip (Palmer) Thumb-finger grip (tips)
Momentary hold 56 59 13 13
Sustained hold 33 35 8 8
*Left; R = Right

Figure 3.3.6.4-1. Arm, Hand and Thumb/Finger Strength (5th Percentile Male Data)
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5th Percentile maximum push, N

2500

2000

1500

1000

500

LS-71090-1

Thigh angle (o)
—15-6°
+5 and 10°
15-19°
33 -36°
48 — 49°

iting Agie)

Knee Straight

N|Bh|WIN]|—

=&

(5th Percentil ¢ Data)

Unpressurized suit,
bare handed
Mean SD
@ Maximum
torque: 13.73 3.4
Suppination, (121.5) (30.1)
Nm (Ib-in.)
Maximum
torque: 17.39 5.08
Pronation, (153.9) (45.0)
Nm (Ib-in.)

Figure 3.3.6.4-3

. Torque Strength
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Force-plate (1) Force, N (Ibf)
height Distances (2) Means SD
Force Plate
Both|hands
;I 100 percent 50 583 (131) 142 (32)
of shoulder 60 667 (150) 160 (36)
- height 70 983 (221) 271 (61)
80 1285 (289) 400 (90)
90 979 (220) 302 (68)
100 645 (145) 254 (57)
Preferred|ha
50 262 (59) 67 (15)
60 298 (67) 71 (16)
70 360 (8 98 (22)
80 52Q (\17) 142 (32)
90 94X1 169 (38)
100 173 (39)
Percent of thumb-tip
reach* <
100 percent 50 69 (83) 138 (31)
of shoulder 60 47 (78)
height 70 520 (117)
80 > 707 (159)
90 325(73)

Percept of span**

)

Force-pla "\ Force, N (IB§) \
\ heigl{’(l\// Distances (2) Means ) \ _=5D
A

{

50 100 214 (48)
120 165 (37)
70 138 31)

S

Percep); Qulder height 1-g applicable|data

(

NOTES:

(1) Height of the center of the force plate - 200 mm (8 in) high by 254 mm (10 in) long - upon which force is applied.

(2) Horizontal distance between the vertical surface of the force plate and the opposing vertical surface (wall or footrest, respectively) against
which the subject brace themselves.

(3) Thumb-tip reach - distance from backrest to tip of subject’s thumb as thumb and fingertips are pressed together.
(4) Span - the maximal distance between a person’s fingertips as he extends his arms and hands to each side.
(5) l-gdata.

Figure 3.3.6.5-1. Maximal Static Push Forces
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[

0

® 12.7 (5)
82
ac

T3]

0 g 10184
=0

o i

Qo

5'E 63525
c®

T e

% $ s81(15
g2

E =2

i

o

¥

[&]

| | | | | I |
(40) (60 (80)
177.9 266.9 355.8

(100)
444.8

(120
533.5

(140)
622.8

GRIP STRENGTH, N(Ib})

Figure 3.3.6.5-2. Male Grip Strength as

Accessibility

Separation Between Grip

N\

unctjon of\the
ts

\v

Minimﬁlg@ﬁmt jo)nt \/

\=e
Push button access:

Two finger twist access:

Bare hand:

Thermal, glove hand:

2 min dia (16 in.)
miy dia (1.5 1m0
object p 0 97 in.)

ject plus 65 mm (2.56 in.)

Figure 3.3.6.7-1. Minimum Sizes for Access Openings for Fingers

3.3.6.8

One-Handed Operation

Not applicable to HRF MARES Rack.

3.3.6.9

Continuous/Incidental Contact - High Temperature

When payload surfaces whose temperature exceeds 49 °C (120 °F), which are
subject to continuous or incidental contact, are exposed to crewmember’s bare
skin contact, protective equipment shall be provided to the crew and warning
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labels shall be provided at the surface site. This also applies to surfaces not
normally exposed to the cabin in accordance with the NASA IVA Touch
Temperature Safety interpretation letter JSC, MA2-95-048. [SSP 57000,
paragraph 3.12.3.2.1]

3.3.6.10 Continuous/Incidental Contact - Low Temperature

Not applicable to HRF MARES Rack.

3.3.6.11 Equipment Mounting

Equipment items used during nominal operations and planned paintehance shall

be designed, labeled, or marked to protect against imprope
[LS-71000, Section 6.4.4.2.1]
3.3.6.12 Drawers and Hinged Panels

Not applicable. HRF MARES Ra
for routine checkout of OR Uk

3.3.6.13 Alignment

33.614 @de-
imit stops shall be provided 1deMr piviot myounted HRF MARES Rack
, which i irgd to be pulled oyt of its installed positions. [LS-71000,

3.3.6.15
otnted into a capture-type receptacle that requires a push-pull
action shall require a force less than 156 N (35 1bf) to install or remove.
[LS-71000, Section 6.4.4.2.5]
3.3.6.16 Covers
Not applicable to HRF MARES Rack.
3.3.6.17 Self-Supporting Covers

Not applicable to HRF MARES Rack.
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3.3.6.18 Accessibility

It shall be possible to mate/demate individual connectors without having to
remove or mate/demate other connectors during nominal operations. [LS-71000,
Section 6.4.4.3.2A]

3.3.6.19 Ease of Disconnect

A. Electrical connectors which are mated/demated during nominal operations
shall require no more than two turns to disconnect. [SSP 57000, paragraph
3.12.4.3.3A]

B. Electrical connectors which are mated/demated during eplacement
operations only, shall require no more than six turg
[SSP 57000, paragraph 3.12.4.3.B]

3.3.6.20 Indication of Pressure/Flow

Not applicable to HRF MARE
3.3.6.21 Self Locking

1000,

mm (1 inch) of clearance from other
ent obstructlons for 270 degrees of sweep around each

3.3.6.23 Arc Containment

Electrical connector plugs shall be designed to confine/isolate the mate/demate
electrical arcs or sparks. [LS-71000, Section 6.4.4.3.7]

3.3.6.24 Connector Protection

Protection shall be provided for all demated connectors against physical damage
and contamination. [LS-71000, Section 6.4.4.3.8]
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3.3.6.25 Connector Shape

Payload connectors shall use different connector shapes, sizes or keying to prevent
mating connectors when lines differ in content. [LS-71000, Section 6.4.4.3.9]

3.3.6.26 Fluid and Gas Line Connectors
Not applicable to HRF MARES Rack.

3.3.6.27 Alignment Marks or Guide Pins

Mating parts shall have alignment marks in a visible location d
guide pins (or their equivalent). [LS-71000, Section 6.4.4,3

hating or

3.3.6.28 Coding

A. Both halves of mating connectors shill display a code or idenfifier, which is

unique to that connection.

3.3.6.31 Hose/Cable Restraints

A. Payloads shall provide a means to restrain the loose ends of hoses and cables.
[LS-71000, Section 6.4.4.3.15A]

B. Conductors, bundles, or cables shall be secured by means of clamps unless
they are contained in wiring ducts or cable retractors. [LS-71000, Section

6.4.4.3.15B]

C. Cables should be bundled if multiple cables are running in the same direction
and the bundling does not cause EMI. [LS-71000, Section 6.4.4.3.15C]
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D. Loose cables [longer than 0.33 meters (1 foot)] shall be restrained as follows
[LS-71000, Section 6.4.4.3.15D]:

Length (m) Restraint Pattern (% of length) tolerances +/- 10%)
0.33-1.00 50

1.00-2.00 33,67

2.00-3.00 20, 40, 60, 80

>3.00 at least each 0.5 meters

3.3.6.32 Non-Threaded Fasteners Status Indication

An indication of correct engagement (hooking, latch fastenin
positioning of interfacing parts) of non-threaded fastene
[LS-71000, Section 6.4.4.4.1]

3.3.6.33 Mounting Bolt/Fastener Spacing

hes over 18
handle sweep-aS seen in Figure 3.3«

When several fasteners arg use itery
[LS A4 4.

it containing the affected fastener with a spare unit. [LS-71000,
Section 6.4.4.4.3]

3.3.6.35 Captive Fasteners

All fasteners planned to be installed and/or removed on-orbit shall be captive
when disengaged. [LS-71000, Section 6.4.4.4.4]
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Opening dimensions Task
117 mm (4.6 in) Using common screwdriver
107 mm (4.2 in) with freedom to turn hand

through 180°

133 mm (5.2 in)
115mm (4.5

Using open-end wrench with

freedom to turn wrench
through 62°
122 mm (4.8 in) Using Allen-type wrench
155 mm (6.1 in) with freedom to turn wrench
through 62°

Figure 3.3.6.33-1. Minimal Clearance for Tool-Operated Fasteners
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3.3.6.36

3.3.6.37

3.3.6.38

3.3.6.39

3.3.6.40

3.3.6.41

3.3.6.42

3.3.6.43

LS-71090-1

Quick Release Fasteners

A. Quick release fasteners shall require a maximum of one complete turn to
operate (quarter - turn fasteners are preferred). [LS-71000, Section 6.4.4.4.5A]

B. Quick release fasteners shall be positive locking in open and closed positions.
[LS-71000, Section 6.4.4.4.5B]

Threaded Fasteners

Only right-handed threads shall be used. [LS-71000, Section 6.4.4.4.6]
Over Center Latches

Not applicable to HRF MARES Rack.

Winghead Fasteners

Winghead fasteners shall fold down.and be &d flush with surfaces.

[LS-71000, Section 6.4.4.4.8

g” [LS=11000, 4.4.9B]
0 cdrry launch loads for hard-mounted

One-Handed

Fasteners planned to be removed or installed on-orbit shall be designed and placed
so they can be mated/demated using either hand. [LS-71000, Section 6.4.4.4.10]

DELETED

Access Holes

Covers or shields through which mounting fasteners must pass for attachment to
the basic chassis of the unit shall have holes for passage of the fastener without

precise alignment (and hand or necessary tool if either is required to replace).
[LS-71000, Section 6.4.4.4.12]
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3.3.6.45.1
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Controls Spacing Design Requirements

All spacing between controls and adjacent obstructions shall meet the minimum
requirements as shown in Figure 3.3.6.44-1, Control Spacing Requirements for
Ungloved Operation. [LS-71000, Section 6.4.5.1]

Accidental Activation

Requirements for reducing accidental actuation of controls are defined as follows:

Protective Methods

Payloads shall provide protection against accidental control-dctuagron using one or
more of the protective methods listed in sub- -paragrapk hrough\G below.

. Provide thecontrols with interlocks so that extra movement (e.g., lifting
switch out of a locked detent position) or the prior operation of a related or
locking control is required. [LS-71000, Section 6.4.5.2.1E]

F. Provide the controls with resistance (i.e., viscous or coulomb friction, spring-
loading, or inertia) so that definite or sustained effort is required for actuation.
[LS-71000, Section 6.4.5.2.1F]

G. Provide the controls with a lock to prevent the control from passing through a
position without delay when strict sequential actuation is necessary (i.e., the
control moved only to the next position, then delayed). [LS-71000, Section
6.4.5.2.1G]
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Rotary Switch

20 mm (0.8 in) min.
-1 = 40 mm (1.6 in) preferred

25 mm (1 in) min.

— 35mm (1.4 in) preferred U U
@Lt «—{ }* 25mm (1 in) min.

25 mm (1 in) min. .
35 mm (1.4 in) preferred 35 mm (1.4 in) preferred

§ Thumbwheel

| | | | 25mm (1 in) min.
‘ ‘ ‘ ‘ 35 mm (1.4 in) preferred

preferred

15 mm (0.6 in) mip?
30 mm (1.2 in) preferred,

3\

JOUO

_>”<_ 2.5mm (0.1in)min. —

fer] Guards Pushbuttons (Non-Keyboard Applications)

20 mm (0.8 in) min.

m (OM 5 mm (0.2 in) min.
(0.4 in erred 10 mm (0.4 in) preferred

|©|©]9]

*— 10 mm (0.4 in) min. "‘ ‘4' iz mm ((1)6 in) mfm, ;
25 mm (1 in) preferred mm (1 in) preferre

Spacing Required Between Switch Controls

Figure 3.3.6.44-1. Control Spacing Requirements for Ungloved Operation
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3.3.6.45.2

3.3.6.45.3

3.3.6.454

3.3.6.45.5

3.3.6.46

LS-71090-1

Noninterference

Payload provided protective devices shall not cover or obscure other displays or
controls. [LS-71000, Section 6.4.5.2.2]

Dead-Man Controls
Not applicable to HRF MARES Rack.

Barrier Guards

Barrier guard spacing shall adhere to the requirements for use
switches, rotary switches, and thumbwheels as shown in Fig 3
Control Spacing Requirements for Ungloved Operatiog 45.4-1, Rotary

Switch Guard. [LS-71000, Section 6.4.5%

— 10 mm (0.4 in.) min.
40 mm (1.6 in.) max.

Figure 3.3.6.45.4-1. Rotary Switch Guard

Recessed Switch Protection
Not applicable to HRF MARES Rack.
Position Indication

Not applicable to HRF MARES Rack.
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3.3.6.47 Hidden Controls

Not applicable to HRF MARES Rack.
3.3.6.48 Hand Controllers

Not applicable to HRF MARES Rack.
3.3.6.49 Valve Controls

Not applicable to HRF MARES Rack.

3.3.6.50 Toggle Switches

Dimensions for a standard toggle switch shall conf presented in

3.3.6.51

3.3.6.51.1

3.3.6.51.2 Stowage and Equipment Drawers/Trays
A. All latches, handles, and operating mechanisms shall be designed to be
latched/unlatched and opened/closed with one hand by the 95th percentile
American male to the 5th percentile female. [LS-71000, Section 6.4.6.2A]

B. The design of latches shall be such that their status (locked/unlocked) can be
determined through visual inspection. [LS-71000, Section 6.4.6.2B]
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Dimensions

L D mall Large

Arm Length Control Tip / ich Switch

Minimum 13 mm 3 mm i 2.8N 2.8N
(12 in.) 1 (10 0z) (10 0z.)

Maximum 50 mm 2 \/4.5 N
(2 1in.) (I ip») > (16 0z.) 40/0z.)
D/il;placement between positions< (

EORVA
—_

N

N AN
\ \ \ 2 position d 0 / 3 position\/
@inimgm  \| ] 7 30° i 17°
quimuh\v |/ 80° N\ 40°
_ 25°

N\
) /

/
[\
\

/_> §e§aration
S
ingl¢ finger Single finger sequential Simultaneous operation
opetation operation by different fingers
T

Minimum 19 mi~——25 mm 13 mm 16 mm
(3/4 in.) (11in.) (172 in.) (5/8 in.)
Optimum 50 mm 50 mm 25 mm 19 mm
(2 in.) (2 in.) (11in.) (3/4 in.)

+ Using a lever lock toggle switch

Figure 3

.3.6.50-1. Toggle Switches
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3.3.6.51.3

3.3.6.51.4

3.3.6.51.4.1

3.3.6.51.4.2

3.3.6.51.4.3

3.3.6.51.44
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Captive Parts

Payloads and payload equipment shall be designed in such a manner to ensure that
all unrestrained parts (e.g., locking pins, knobs, handles, lens covers, access
plates, or similar devices) that may be temporarily removed on orbit will be
tethered or otherwise held captive. [LS-71000, Section 6.4.6.3]

Handle and Grasp Area Design Requirements

Handles and Restraints

Not applicable to HRF MARES Rack.

Handle Location/Front Access

Handles and grasp areas shall be placed on th€ ace€ssible surfad psistent with
the removal direction. [LS-71000, Secti§n 6.4.6472

Handle Dimensions

ensions

ition is below the threshold for shock (i.e., below
ent and voltage requirements as defined within this

voltages no exceeding 30 volts rms or DC nominal (32 volts rms or DC
maximum) will contain potentials below the threshold for electrical shock.
[LS-71000, Section 6.4.9.1A]

B. If the exposure condition exceeds the threshold for shock, but is below the
threshold of the let-go current profile (critical hazard) as defined in Table
3.3.6.52-1, two independent controls (e.g., a safety (green) wire, bonding,
insulation, leakage current levels below maximum requirements) shall be
provided such that no single failure, event, or environment can eliminate more
than one control. [LS-71000, Section 6.4.9.1B]
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Dimensions in mm (in inches)

ustration Type of handle (Bare hand)
X Y Z
D Two-finger bar 32 65 75
(1-1/4) (2-1/2) 3)
One-hand bar 48 111 75
(1-7/8) (4-3/8) 3)
T~ Two-hand bar 48 215 75
X v (1-7/8) (8-1/2) 3)
~< \Q/
Z >/
Yy T-bar 38 ! \/\ 75
< o (1-12) 0! &)
X
<ISF
> |
. B
J-bar 7)
)
X7
X @
2 U
> N
Two) ﬁnnggwg 32 75
(1-1/4 3)
Opt-hand recess 90
( (3-1/2)
P
/\ Y4 Finger-tigfrece \—1—9/ — 13
P ) X (3/4) 1/2)
\ On-finger rece: 32 — 50
=~ (1-1/4) 2)

Curvature of handle
or edge

(DOES NOT
PRECLUDE

USE OF OVAL
HANDLES)

Weight of iter—_

up to 6.8 kg (up to 15 lbs)

6.8109.0 kg (15 to 20 Ibs)

9.0 to 18 kg (20 to 40 Ibs)
Over 18 kg (over 40 lbs)
T-bar post

Minimum Diameter

D =6 mm (1/4 in)
D =13 mm (1/2 in)
D =19 mm (3/4 in)
D =25 mm (1 in)
T =13 mm (1/2 in)

Gripping efficiency is best
if finger can curl around

handle or edge to any angle
of 2/3 z rad (120°) or more

Figure 3.3.6.51.4.3-1. Minimum IVA Handle Dimensions for IVA Applications

11105103
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C. If the exposure condition exceeds both the threshold for shock and the
threshold of the let-go current profile (catastrophic hazardous events) as
defined in Table 3.3.6.52-1, three independent controls shall be provided such
that no combination of two failures, events or environments can eliminate
more than two controls. [LS-71000, Section 6.4.9.1C]

D. If two dependent controls are provided, the physiological effect that a crew
member experiences as a result of the combinations of the highest internal
voltage applied to or generated within the equipment and the frequency and
wave form associated with a worst case credible failure shall be below the
threshold of the let-go current profile as defined in Table 3.3.6.52-1.
[LS-71000, Section 6.4.9.1D]

E. Ifit cannot be demonstrated that the hazard meets ¢ie conditions of Paragraph

RRENT PROFILE,

FREQUENCY ﬁ
Maximum TotglPeak ent
(AC + DC components © ined) milliayperes

8.5

13.5
D 15.0
16.5
17.9
19.4
20.9
22.5

243
243

AN
(=)
(=]

(Based on 99.5 Percentile Rank of Adults)

3.3.6.52.1 Mismatched

A. The design of electrical connectors shall make it impossible to inadvertently
reverse a connection or mate the wrong connectors if a hazardous condition
can be created. [LS-71000, Section 6.4.9.1.1A]
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B. Payload and on-orbit support equipment, wire harnesses, and connectors shall
be designed such that no blind connections or disconnections must be made
during payload installation, operation, removal, or maintenance on orbit unless
the design includes scoop proof connectors or other protective features (NSTS
1700.7B, ISS Addendum, Paragraph 221). [LS-71000, Section 6.4.9.1.1B]

C. For payload equipment, for which mismating or cross-connection may damage
ISS-provided equipment, plugs, and receptacles (connectors), shall be selected
and applied such that they cannot be mismatched or cross-connected in the
intended system as well as adjacent systems. Although identification
markings or labels are required, the use of identification alone is pot sufficient
to preclude mismating. [LS-71000, Section 6.4.9.1.1C]

D. For all other payload connections, combinations ofide , keying and
clocking, and equipment test and checkout pre€edures shall be employed at
the payload’s discretion to minimize egurpment rigk while maxipizing on-

3.3.6.52.2 Overload Protection

3.3.6.52.2.1 Device Accessibilit

An overloz s all not be accessible without opentng a/door or
cover, e g'handle or operating button of aeircuit bréaker, the
ap-Qf aN extra¢tor~type fase holder, and similar p@ project oytsidgdthe

enclosyre) [LS-

1000, Section 6.4.9.1.2.1]

3.3.6.82.2.2 tractor -Type Fuse Holder

Fhe design of the extractorftyp¢ fuse holder/shalie such that the fuse is extracted
when the cap is removed. {[LS-X1000,/Section 6.4.9.1.2.2]

3.3.6.52.2.3

or reset without removing other components. [LS-71000, Section 6.4.9.1.2.3]

3.3.6.52.2.4 Overload Protection Identification

Each overload protector (fuse or circuit breaker) intended to be manually replaced
or physically reset on-orbit shall be readily identified or keyed for its proper value.
[LS-71000, Section 6.4.9.1.2.4]

3.3.6.52.2.5 Automatic Restart Protection

Controls shall be employed that prevent automatic restarting after an overload-
initiated shutdown. [LS-71000, Section 6.4.9.1.2.5]
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3.3.6.53

3.3.6.54

3.3.7

33.8

3.3.8.1

3.3.8.1.1

Audio Devices (Displays)

Not applicable to HRF MARES Rack.

Egress

LS-71090-1

All payload egress requirements shall be in accordance with NSTS 1700.7B, ISS
Addendum, Paragraph 205. [LS-71000, Section 6.4.9.11]

System Security

Not applicable to HRF MARES Rack.

Design Requirements

Structural Design Requirements

On-orbit Loads

A.

. all provide positive
ipg’in any direction. [SSP 3

Crew ystem or (
ctu Type of Load

Load

Direction of Load

Levers, Han Push or Pull 222.6 N (50 Ibf), limit | Any direction

Operatmg Wheels concentrated on most

Controls extreme edge

Small Knobs Twist (torsion) 14.9 N-m (11 ft-1bf), Either direction
limit

Exposed Utility Lines Push or Pull 222.6 N (50 Ibf) Any direction

(Gas, Fluid, and

Vacuum)

Rack front panels and
any other normally
exposed equipment

Load distributed over
a 4 inch by 4 inch area

556.4 N (125 1bf),
limit

Any direction

Legend:

ft = feet, m = meter, N = Newton, Ibf = pounds force
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3.3.8.1.2 Safety-Critical Structures Requirements

The HRF MARES Rack shall be designed in accordance with the requirements
specified in SSP 52005. [SSP 57000, paragraph 3.1.1.5.A]

3.3.8.13 Modal Frequency

The HRF MARES Rack shall have a modal frequency in accordance with
SSP 52005 paragraph 5.7, second paragraph for launch and landing, based on
rigidly mounting the HRF MARES Rack in the launch configuration.

[SSP 57000, paragraph 3.1.1.4.C]

3.3.8.14 Launch and Landing Loads

TA MPT.M RANDOMW E
\ \ ) Frequency %

O - 20 Hz 0.002 g/Hz
20-70 Hz Q +4.8 dB/oct.

70-150 H 0.015 g*/Hz
150-2000 -3.7 dB/oct.
209@'@ 0.0006 g*/Hz

\ \.—Qényﬁte 2.4 grms

NOTE: Criteria+s the same for all directions (X, Y, Z)

C. Components mounted to HRF MARES Rack shall maintain positive margins
of safety for the launch and landing conditions in the MPLM. For early
design, the acceleration environment defined in Table 3.3.8.1.4-2 will be used.
These load factors will be superseded by load factors obtained through ISS-
performed Coupled Loads Analysis as described in SSP 52005. [SSP 57000,
paragraph 3.1.1.3F]
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3.3.8.2

3.3.8.2.1

343

344
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TABLE 3.3.8.1.4-2. PAYLOAD ISPR MOUNTED EQUIPMENT
LOAD FACTORS (EQUIPMENT FREQUENCY 35 HZ)

Liftoff X Y V4
(2 +7.7 +11.6 9.9

Landing X Y zZ
(2 54 7.7 +8.8

NOTE: Load factors apply concurrently in all possible combinations for each
event and are shown in the rack coordinate system defined in
SSP 41017, Part 2, Paragraph 3.1.3.

Electrical Power Consuming Equipment Design

Batteries

Not applicable. HRF MARE

028 °C

ch configuration.
C. The PIP shall operate nominally following vibration at workmanship loads.

Functional Acceptance

HRF MARES Rack shall complete a functional test as outlined in a Task
Performance Sheet (TPS) or functional test plan.

Electrical, Electronic and Electromechanical Parts Burn-In

Burn-in screening shall be completed (100%) on all flight hardware (units).
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3.4.5

3.4.6

3.4.7

3.4.8

3.4.9

3.4.10

3.4.12

3.4.12.1

3.4.12.2

3.4.13

LS-71090-1

Flammability

All HRF MARES Rack hardware shall meet the flammability test requirements as
described in 4.3.5.

Offgassing

All HRF MARES Rack hardware located in inhabitable areas shall meet the
offgassing test requirements as described in 4.3.6.

Shock

Not applicable to HRF MARES Rack.

Bench Handling

HRF MARES Rack shall meet the requixke

Payload Mass

All HRF MARES Rack har Wabhall meestie payload mass contr
requirMi 4.379,
Electr agnQCo patibili

Rack hardware shall meet-the %@? control requirsmients as

Stic Noise
Not appliWM A RE
Safety-Crifical Structure Merifteato

Safety—CW1mensmnal Check

Dimensions for all HRF MARES Rack elements identified as safety-critical
structures shall comply with design dimensions.

Safety-Critical Structure Material Certification

Material composition for all HRF MARES Rack flight unit elements that are
identified as safety-critical structures shall be fabricated from the design materials
and alloys, and shall be fabricated from materials approved by NASA-JSC.

Software Acceptance

Not applicable to HRF MARES Rack.
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3.4.14 Pre-Delivery Acceptance

All HRF MARES Rack equipment shall meet the pre-delivery acceptance (PDA)
requirements as described in 4.3.14. [LS-71000, Section 5.4.1.3.2]

34.15 Pre-Installation Acceptance

The HRF MARES Rack shall meet the pre-installation acceptance (PIA)
requirements as described in 4.3.15. [LS-71000, Section 5.4.1.3.3]

3.5 HUMAN RESEARCH PROGRAM PROGRAM REQUIREMENT

3.5.1 Safety
The HRF MARES Rack shall meet the applicable NSTS 1700.7,
KHB 1700.7.

352 Documentation Requireme

~—~ Required for
Project

# Dﬁnt Yes No Comments
X

cu
1 Fx gineering M]gs

2 Inventory of Serialized Components

3 Operating, Maintenance, and X
Handling Procedures

4 “As run” Test Procedures, Data, and X
Reports

Safety Data X

Structural Analyses X

Radioactive Material Data X No radioactive material.

| [N W

Calibration Data X No calibration data.
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Engineering Drawings: As-built engineering drawings shall be provided. The
drawings shall include the top assembly drawing for each major component
and any other drawings necessary to perform receiving inspection and any test
or operation to be performed at the destination.

Inventory of Serialized Components: A list of “field replaceable” serialized
components will be included in the ADP. The list will contain the component
part number, component name and component serial number.

Operating, Maintenance, and Handling Procedures: Each delivered functional
end 1tem shall have a separate manual covering 1ts malntenance epalr and

a.

notes of cautien.

g. Illustrated part breakdowns showing the details of the part being worked

on.

h. Schematic and interconnecting wiring diagrams in sufficient detail to

enable troubleshooting to be performed down to the replaceable
subassembly or printed circuit board level.

1. Fault analysis will be provided to facilitate maintenance. The repair

procedures shall be adequate for testing, checkout, disassembly, cleaning,
inspection, repair, reassembly, adjustment, calibration and servicing of the
equipment as applicable.
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. “As Run” Test Procedures and Reports: The original “as run” test procedures

used for any of the testing required in this Hardware Requirements Document
(HRD), along with any associated data and test reports shall be included in the
ADP. These procedures shall include quality approval, if applicable, as
documented in the Quality Plan.

Safety Data: Copies of hazard reports and other safety data prepared or
collected as a result of ground and/or flight safety requirements.

Structural Analyses: Copies of any structural analyses performed as specified
in this HRD or required in the contract with NASA.

. Radioactive Material Data: If the shipment contains apytadiqdactive material,
this section shall include copies of all required dataon radioactve material.
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VERIFICATION PROVISIONS

This section contains the required verification methods for ISS interface
certification, science functional acceptance and program qualification, and
acceptance. Section 4.1 addresses definitions for terms used herein.

Appendix B contains the applicability matrix for ISS Pressurized Payload
Interface Requirements Document requirements. The verification method is also
contained in Appendix B. If an alternate verification method is desired, the new
verification method must be negotiated in the Interface Control Document.

Appendix C contains the applicability matrix for science functiondl requirements.

tion and
e applicability matrices for

Section 4.3 contains the verification methods for progeaim gualific
acceptance requirements. Appendix D contains
acceptance and qualification requirements,

ch . \Y
A. Inspectlon 183 mefr od\that n conformance to requirements by the

compliance o specification requirements. The selected techniques may
include, but not be limited to, engineering analysis, statistics and qualitative
analysis, computer and hardware simulations, and analog modeling. Analysis
may also include assessing the results of lower level qualification activity.
Analysis may be used when it can be determined that (1) rigorous and accurate
analysis is possible, (2) test is not cost effective, and (3) verification by
inspection is not adequate.

Verification by similarity is the process of analyzing the specification criteria
for hardware configuration and application for an article to determine if it is
similar or identical in design, manufacturing process, and quality control to an
existing article that has previously been qualified to equivalent or more
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stringent specification criteria. Special effort will be made to avoid
duplication of previous tests from this or similar programs. If the previous
application is considered to be similar, but not equal to or greater in severity,
additional qualification tests shall concentrate on the areas of new or increased
requirements.

C. Demonstration consists of a qualitative determination of the properties of a
test article. This qualitative determination is made through observation, with
or without special test equipment or instrumentation, which verifies
characteristics, such as human engineering features, services, access features,
and transportability. Demonstration requirements are normally i
within a test plan, operations plan, or test procedure.

D. Test is a method in which technical means, such as

techniques do not prod
compromise personnel

HRF payloads undergoing thermal cycle testing shall be functionally tested at
each stable temperature and during transitions. The pass-fail criteria for the
functional test and the definition of the functional test will be equipment-unique
and shall be defined in the test plan and test procedure. Functional tests shall be
conducted on end items prior to, during, and after environmental exposure.
[LS-71000, Section 5.4.1.1.6]

4.3.1.1 Qualification Thermal Cycle Test

The Qualification Thermal Cycle Test (QTT) shall be conducted over a
temperature range of 61.1 °C (110 °F) centered around the midpoint of the normal

42
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operating temperature as defined in Section 3.4.1.A. The Qualification thermal
test shall consist of 7% cycles. One cycle is defined as starting from normal
operating temperature, increasing to the maximum high temperature, decreasing to
the minimum low temperature and then returning to the normal operating
temperature as depicted in Figure 4.3.1.1-1. The complete test is seven and one-
half (7'2) cycles with 1 hour soaks at each extreme. The hardware will be
functionally tested during transitions and at the highest and lowest temperature
extremes, consistent with the defined operating temperature range. The hardware
shall not be functionally tested at temperatures in excess of the defined operating
temperature range. (Hardware shall be unpowered when outside the
manufacturer’s operating limits.) The specific profile shall be defingd in the
individual test plans. [LS-71000, Section 5.4.1.1.6.1]

—— A |- e .. e . e\ |- e\ |- ——| ) |-

—

NOTES:

1. A = Time to stabilize equipment temperature plus 1-hour minimum.

2. B = Functional tests to be performed as shown.

3. C = Control temperature range between high and low acceptance test conditions shall be a minimum of

61.11 °C (110 °F). Contractor is to specify tolerances on stable temperature periods.

4. D = Simplified Functional Test. Rate of temperature change during temperature transition shall not be
less than 0.55 °C (1 °F)/min. nor greater than 2.22 °C (4 °F)/min.

E = Median operational temperature plus 30.56 °C (55 °F).

F = Maximum operational temperature.

G = Median operational temperature.

H = Minimum operational temperature.

I = Median operational temperature minus 30.56 °C (55 °F).

0% W

11105103

Figure 4.3.1.1-1. Qualification Thermal Cycling
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Acceptance Thermal Cycle Test

An Acceptance Thermal Test (ATT) shall be performed on all flight and flight
alternate hardware. The acceptance thermal cycle shall be conducted over a
temperature range of 55.6 °C (100 °F) centered around the midpoint of the normal
operating temperature as defined in Section 3.4.1.A. The hardware shall be
functionally tested before and after the temperature test, at each transition, and at
each stable temperature. The hardware shall not be functionally tested at
temperatures in excess of the defined operating temperature range. (Hardware
shall be unpowered when outside the manufacturer’s operating limits.) One cycle
is defined as starting from normal operating temperature, increasing to the

H

NOTES:

1. A = Time to stabilize equipment temperature plus 1-hour minimum.

2. B = Functional tests to be performed as shown.

3. C = Control temperature range between high and low acceptance test conditions shall be a minimum of
55.56 °C (100 °F). Contractor is to specify tolerances on temperature periods.

4, D = Simplified functional test (optional). Rate of temperature change during temperature transition shall not be
less the 0.55 °C (1 °F)/min. nor greater than 2.22 °C (4 °F)/min.

5. E = Median operational temperature plus 27.78°C (50 °F).

6. F = Maximum operational lemperature.

7. G = Median operational temperature.

8. H = Minimum operational temperature.

9. I = Median operational temperature minus 27.78 °C (50 °F).

Figure 4.3.1.2-1. Acceptance Thermal Cycling
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Vibration Tests

Sinusoidal Resonance Survey analysis is described in Section 4.3.2.1.
Qualification Vibration Analysis (QVA) is described in Section 4.3.2.2.1.
Qualification for Acceptance Vibration Test levels are as described in Section
4.3.2.2.2. Acceptance Vibration Test levels are as described in Section 4.3.2.2.3.

Sinusoidal Resonance Analysis

The MARES Rack shall be analyzed to determine the fundamental resonance
frequencies. [LS-71000, Section 5.4.1.1.2]

Random Vibration Test

before and

i O 8
Hat ma i its.
ardware ongly. The QAVT for HRF equipment

g rms-eompesite level over the frequency range and

TABLE 4.3.2.2.2-1. QUALIFICATION FOR ACCEPTANCE

VIBRATION TEST LEVELS
Frequency Range (Hz) Minimum Power Spectral Density (g”/Hz)

20 0.017

20 -80 3 dB/Octave Slope
80-350 0.067

350 - 2000 -3 dB/Octave Slope
2000 0.0118

Composite 7.93 g rms
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43223 Acceptance Vibration Test

AVT is used to screen defects in workmanship that cannot be detected by
inspection. AVT shall be performed at a 6.1 g rms composite level over the
frequency range and minimum AVT levels defined in Table 4.3.2.2.3-1.
Vibration duration shall be a minimum of 60 seconds in each of three axes.
Functional/continuity tests shall be conducted on components before, during, and
after the AVT. [LS-71000, Section 5.4.1.1.3.3]

TABLE 4.3.2.2.3-1. ACCEPTANCE VIBRATION TEST LEVELS

Frequency Range (Hz) Minimum PMectrQ/Density (g’/Hz)

20 A0l

\
20 - 80 _+3 dB/Octyve - Siype

80 - 350 4 0.05 "
350 - 2000 "~ -3 dB/Octave - Slope
2000 N\ 0.007
Composite \ / 6.1 grms M

* 72 hr§ contnuougly af room ambient temperature while functioning. During
this test, two sets of’S power cycles each shall be performed. Each set of 5
power cyeles-shall be completed within a period of 20 minutes. Power cycle
timing shall allow sufficient time for the hardware and electronics to reach a
steady-state before power to the hardware is restored following power-down.

* 96 hrs continuously at a specified controlled temperature while functioning.
During this test, three sets of 5 power cycles each shall be performed. Each
set of 5 power cycles shall be completed within a period of 20 minutes. Power
cycle timing shall allow sufficient time for the hardware and electronics to
reach a steady-state before power to the hardware is restored following power-
down.



4.3.5

4.3.7

4.3.8
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Full functional tests shall be performed on the experiment hardware before and

after the burn-in test. Controlled temperature is defined as 15 °C below the
maximum rating of the device with the lowest temperature rating in the article
under test. [LS-71000, Section 5.4.1.1.10]

Flammability

Payload materials shall be non-flammable or self-extinguishing per the test
criteria of NASA-STD-6001, Test 1, Flammability, Odor, Offgassing, and
Compatibility Requirements and Test Procedures for Materials in Environments
that Support Combustion. The material shall be evaluated in the worst-case use
environment at the worst-case use configuration. When the usgof a

ﬂight hardware located 1 ha itab areals shellb€ subjected to test and meet
s ents of NASA-STD-6001, Test 7.

RF MARES Rack.

Not applicable to

Bench Handling

A bench handling test shall be performed on the qualification unit for all stowed
hardware. The bench handling test shall be conducted in accordance with
MIL-STD-810, Section 516.4, 1-3.8, Procedure VI with the following
modifications: Number of actual drops depend upon hardware configuration and
will be negotiated with JSC/NT prior to testing. Surfaces, corners, and edges shall
be identified in the test procedure. [LS-71000, Section 5.4.1.1.5]
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4.3.9 Payload Mass

The HRF MARES Rack weight requirement shall be verified by a demonstration
involving measuring the weight of the HRF MARES Rack on the ground prior to
launch and an analysis that accounts for attached GSE and any changes during on-
orbit operations prior to return of the payload. Verification shall be considered
successful when the weight is measured to an accuracy of 2.3 kg (5 1bs) and is less
than the specified maximum weight. [SSP 57000, Section 4.3.1.1.4A]

4.3.10 Electromagnetic Compatibility

The HRF MARES Rack shall comply with LS-71016, HRF E Control
Plan. [LS-71000, Section 5.4.1.2.1]

43.11 Acoustic Noise

Not applicable to HRF MARES Rack.

4.3.12

4.3.12.1

$ identified as safety-critied ¢hall be
e'in accordancgwith the final design drawingdimen

Not applicable to HRF MARES Rack.

4.3.14 Pre-Delivery Acceptance

The responsible manufacturing parties shall perform a PDA after the complete
fabrication and assembly has been conducted for all Class I deliverable
assemblies. This test shall include verification of software interface and
operation. The PDA must be completed before hardware certification testing
begins. It is a full functional test and inspection that validates that the hardware
operates per the design requirements and that it is constructed per released
engineering drawings. All PDA tests shall be approved by the hardware’s JSC
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technical monitor and JSC/NT3, as well as the contractor quality engineering (if
applicable). The following are standard steps that each PDA test shall contain:

1. Conformance to Drawing. Verify that the hardware conforms to released
engineering drawings.

2. No Sharp Edges. Inspect the hardware to verify that there are no sharp edges
or corners present.

3. Proper Identifying Markings. Verify that the hardware has the proper part
number and serial number (if applicable) on it.

4. Weight and Center of Gravity. Measurements shall be ta Qf the as-built

configuration, per Section 3.2.2.1 of this documen
5. Functional Testing. This is a full functs mterfaces.
[LS-71000, Section 5.4.1.3.2]

Pre-Installation Acceptance

1. Clenline;s. PIA testsst

e

canliness YevelefSection 3.3.1.1.4 of thjsd

[LS-71000, Section 5.4.1.3
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PREPARATION FOR SHIPMENT

General

A. The methods of preservation, packaging, and packing used for shipment,
together with necessary special control during transportation, shall adequately
protect the article(s) from damage or degradation in reliability or performance
as a result of the natural and induced environments encountered during
transportation and subsequent indoor storage. [LS-71000, Section 9.1A]

. To reduce program cost, prior to developing a newly designed coptainer, every

Preservation and packing shall be in accordance with approved Packaging,
Handling, and Transportation Records (PHTRs). [LS-71000, Section 9.3]

Marking for Shipment

Interior and exterior containers shall be marked and labeled in accordance with
NHB 6000.1, including precautionary markings necessary to ensure safety of
personnel and facilities, and to ensure safe handling, transport, and storage.
Should the individual items of equipment contain any hazardous materials,
markings shall also comply with applicable requirements governing packaging
and labeling of hazard materials. Packages with reuse capability shall be
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identified with the words “Reusable Container - Do Not Destroy - Retain for
Reuse.” NASA Critical Item Labels (Form 1368 series) shall be applied in
accordance with NHB 6000.1. [LS-71000, Section 9.4]

NASA Ceritical Space Item Label

The NASA Critical Space Item Labels Form 1368 shall be affixed to exterior and
interior shipping containers in accordance with NHB 6000.1. [LS-71000,

&
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NOTES

This section contains information of a general or explanatory nature that may be
helpful but is not mandatory.

Definitions

Qualification Test Test conducted as part of the certification program
to demonstrate that the design and performance
requirements can be realized under specified
conditions.

Acceptance Test

payload and the ipternal vol
rack, or forced conon D
payload and capin air.

ptinuous Noise Source

A significant noise source that exists for a
cumulative total of less than 8 hours in a 24-hour
period is considered to be an intermittent noise

source.
On-Orbit Momentary Payload Obstructions that typically would protrude
Protrusions for a very short time or could be readily eliminated

by the crew at any time. Momentary protrusions
include only the following: drawer/door/cover
replacement or closure.

On-Orbit Permanent A payload hardware item that is not ever intended
Protrusion to be removed.
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On-Orbit Protrusions for
Keep Alive Payloads

On-Orbit Semi-Permanent
Protrusion

On-Orbit Temporary
Protrusion

LS-71090-1

A protrusion that supports and/or provides the
uninterrupted resources necessary to run an
experiment. On-orbit protrusions for Keep Alive
Payloads includes only power/data cables and
thermal hoses.

A payload hardware item that is typically left in
place, but can be removed by the crew with hand
operations or standard IVA tools. Example:
Standard Interface Rack (SIR) and International
Subrack Interface Standards (ISIS) drawer handles,
other equipment that does not intecfcre Wwith crew

being used. de: Front panel mounted
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APPENDIX B

INTERNATIONAL SPACE STATION (ISS) PRESSURIZED PAYLOAD INTERFACE
REQUIREMENTS DOCUMENT VERIFICATION MATRIX

LS-71090-1

Verificati
HRD LS-71000 SSP 57000 on
Section Section Section Requirement Applicable| Method |Responsibility Comments
3221 3.1.1.4A Mass and Center of Gravity Properties v See ICDA /\ HRF
3.2222.1A - 3.1.1.7A On-Orbit Payload Protrusions - Lateral v /S%(TCD HRF
Extension <
3.2.2.2.2.1B -- 3.1.1.7B On-Orbit Payload Protrusions - Attachment \A ICD HRF
of RMA
3222211 - 3.1.1.7.1 On-Orbit Permanent Protrusions ] A \/ HRF MARES Rack has
no permanent
protrusions
32222.1.2A -- 3.1.1.7.2A On-Orbit Semi-Permarfent Protrugions - N/A RID plate requirement
and ISIS Drawer Hapdles\ 1 which is no longer valid
32222.1.2B - 3.1.1.7.2B OnW—PermanenW v See ICD r 7/1@
Othy
3.2.2.2.2.1.2C - 3.1.1.7.2C n: Sepfi-Permanent|Protrusions - v </8é 1ICD~/ RF
( able
32222.13A - 3,117 On-Ogbitemporaty Protrusions - v See ICD\}W
Envelope <)
3.2.2.2.2.1.3B —/ <3./1_.N.3B \ anﬂﬁt Temporary Protrusions - Rem\val v See ICD HRF
32222.14 -- W4 On-Orbit Momentary Prot A HRF MARES Rack has
no momentary
/\ protrusions
324A 644263 \Mf5124.284 Maintainability - Upique W N/A No unique tools to HRF
> MARES Rack
3.2.4B 6.4.43.1 3.1243.1 | Maintpimabifity - Onhanded Operation v See ICD HRF
3.24C 6.4.4.3.2B 3.12.43.2A2 [Mairtainabilify - Chnnector Mate/Demate v |SeelCD| HRF
3.2.4D 6.4.43.2C 3.12.43.2B \Mainthinabifity No Damage to Wiring v See ICD HRF
‘Connectors

v' - Requirement is applicable

E - Exception

B-1

N/A - Requirement is not applicable




APPENDIX B

INTERNATIONAL SPACE STATION (ISS) PRESSURIZED PAYLOAD INTERFACE
REQUIREMENTS DOCUMENT VERIFICATION MATRIX (Cont’d)

LS-71090-1

Verificati
HRD LS-71000 SSP 57000 on
Section Section Section Requirement Applicable| Method |Responsibility Comments

3.2.4E 6.4.4.2.6 3.12.4.2.8 Maintainability - Access to Hardware Items 4 See ICD1"\ HRF

3.24F 6.4.3.1.2A 3.12.3.1.2A  |Maintainability - Built-in Control N/A A No fluids

3.24G 6.43.1.2B 3.12.3.1.2B Maintainability - Access to Filters for N/ No capture elements

Replacement/Cleaning N\ /\

3.24.1.1 6.4.10 3.12.10 Payload In-flight Maintenance 7 | See\CD [\ HRF

3.25.1.1.1 6.1.9.1.1 3.9.1.1 Pressure < (> |[Seel®®] HRF

3.25.1.12 6.1.9.1.2 3.9.1.2 Temperature \ |[¢v [SecICD| HRF

32.5.1.13 6.1.9.13 3.9.13 Humidity \ | \wa No cold sources

3.2.5.1.2.1 6.1.9.2.1 3.9.2.1 Active Air Exchange ‘\ \, N/A ﬂ No active air exchange

3.2.5.1.2.2 6.1.9.2.2 3.9.2.2 Oxygen€omsymptioh -~ N/A No oxygen consuming
equipment

3251.23 6.1.9.2.3 3923 Ch¢migdl ses / v <BeeICD | HRF HRF MARES Rack has
no chemical releases

3.2.5.1.2.4 6.1.5.12 3STIZN \|Cabif\Air FreatTeak " |)SeeICD |\ HRF

3.2.5.1.3.1 6.2.9.3.1 93 Wnt Contained or Generated Tonfging| \_~ SeeICD | = HRF No radioactive materials

\ Rudiation or radiation sources
3.2.5.1.3.3 6.1.9.3.3 3\9/3/:( Single Event Effect (SEEYTonizing See ICD HRF
Radiation N\

3.2.5.1.5A 6.1.1.4B \/}./Iﬁ.4B Pressure Rate of Cl—lémge On orbi)t / Vv See ICD HRF

3.2.5.1.5B 6.1.1.2B 3.1.1.2B PressureRate 0f C ange “MPLX¥ v See ICD HRF

3.2.5.1.5C 6.1.1.4H 3.1.1.4K ?r/ss e of Cha -P N/A HRF MARES Rack has
no PFE port

3.2.5.1.5D 3.1.1.4M k Presstice R ef I}L(Vlce N/A No relief devices

v' - Requirement is applicable

E - Exception

B-2

N/A - Requirement is not applicable




APPENDIX B

INTERNATIONAL SPACE STATION (ISS) PRESSURIZED PAYLOAD INTERFACE
REQUIREMENTS DOCUMENT VERIFICATION MATRIX (Cont’d)

LS-71090-1

Verificati
HRD LS-71000 SSP 57000 on
Section Section Section Requirement Applicable| Method |Responsibility Comments
3252 6.4.3.3 3.12.3.3 Acoustic Emission Limits N/A HRF MARES Rack
contains no noise
( sources
3.2.53A 6.43.4A 3.12.3.4A Lighting Design - Specularity /\\/( | Sge IC HRF
3.2.53B 6.4.3.4B 3.12.3.4B Lighting Design - Levels 2 V7| Se\ICD HRF
3.2.5.3C 6.4.3.4C 3.12.3.4C Lighting Design - Dimmable \// HRF MARES Rack has
\ no light sources
3.2.5.3D 6.4.3.4D 3.12.3.4D Lighting Design - Bright Ratio N/A HRF MARES Rack has
/n.%\ no glovebox
3.2.5.3E 6.4.3.4E 3.12.34E Lighting Design - Utjlize Porta \/ N/A PUL no longer available
Utility Light (PUL)
3.2.7.1.1A 6.1.1.1A 3.1.11A GSEThterface)- Racl Insertjorr Device v SeeICD |/ JIRF
32.7.1.1B 6.1.1.1B 3.1.1.1B_~{GSE Tngrfagd - Rack Shipping Container v gSeelCD| (HRF
32.7.1.1C 6.1.1.1C 3..1.1C  \ |GSEInterface - Rap¥ Handling Adapter | SeeTCB{  NRF
3.2.7.1.1D 6.1.1.1D 3T1.1.ID\  \GSE Nterfac®” Acceleration _~ See ICD
32.7.12.1A 6.1.12A ~~ 45TIRA | |MPLMInterface -Attach Points \ | W See ICD HRF
32.7.12.1B 6.1.12C \  [R1.1JE / |MPLM Interface - Loads \| ¢ See ICD HRF
32.7.13A 6.1.14E  \ [3YT4E”  [Keep-out Zone o~ P See ICD HRF
3.2.7.1.3B 6.1.14F  \ [3AT4l Rack Rotation [/ ( Y ] [V v See ICD HRF
3.2.7.13C 6.1.1.41 3.1.1.4L Restrgints during Rptatio\__" v See ICD HRF
32.7.14.1 6.1.1.6.1 3.1.1.6.1 ChneetorPhiysical Mate " v See ICD HRF
3.2.7.142 6.1.1.6.2 3.1.1.6.2 Umbjlical Phfiical/Mate v See ICD HRF
3.2.7.2.1.1 6.1.2.1 3.2.1.1.1 Steady<Stat€ Volfage - Interface B v See ICD HRF
32.7.2.12 6.1.2.1 32.1.12 Steady-State Voltage - Interface C v See ICD HRF

v' - Requirement is applicable

E - Exception

B-3

N/A - Requirement is not applicable




APPENDIX B

INTERNATIONAL SPACE STATION (ISS) PRESSURIZED PAYLOAD INTERFACE
REQUIREMENTS DOCUMENT VERIFICATION MATRIX (Cont’d)

LS-71090-1

Verificati
HRD LS-71000 SSP 57000 on
Section Section Section Requirement Applicable| Method |Responsibility Comments
32.7.2.2.1 6.1.2.2.1 3.2.1.2.1 Ripple Voltage/Noise Characteristics - Peak 4 See ICD HRF
to Peak
327222 6.1.2.2.2 32.1.22 Ripple Voltage/Noise Characteristics - 4 See IC HRF
Spectrum 3 / N
3.2.7.2.3.1 6.1.2.3 3.2.1.3.1 Transient Voltages - Interface B } N~ SGB\ICD HRF
327232 6.1.2.3 32.132 Transient Voltages - Interface C " (//\ See ICD -~ HRF
3.2.7.2.4 6.1.2.4 3.2.133 Fault Clearing and Protection ~ \ < |SeelCD| HRF
3.2.7.2.5A 6.1.2.5A 3.2.1.34A  |[Non-Normal Voltage Rag~Qvervoltyge | \ v See ICD HRF
3.2.7.2.5B 6.1.2.5B 3.2.1.3.4B Non-Normal Voltagg Range - Urﬁbx(olta}ge / 4 See ICD HRF
3.2.7.2.6B 6.1.2.7B 3.2.2.1B UIP and UQP Conngctors|apePin v See ICD
ASMUIP Pjin-ou
3.2.7.2.6C 6.1.2.7C 322.1C POTP archUOP/Conndctors find Pin v | selItpy HRF
( As ent§= Conpettors 1
3.2.7.2.6E 3.2 UIP QP Confiectors and Pin v See ICD \
Assignments ~UOP Pin-out Y
3.2.7.2.6F F2AF UOP Connectors and Pin A See ICD HRF
Assignments - UOP Connectors—_
3.2.7.2.7A 6.1.28A \  [3¢24A 7 |Power Bus Isolation - Sirfgle Failure \ X See ICD HRF
3.2.7.2.7B 6.1.2.8B \ 3 }2173 Power Bus Isolatim}/ USf,/of Dio}Xes ) 4 See ICD HRF
3.2.7.2.8 6.1.2.9 M3.2.23 Compatibility with (Soft Start/Stop/ RPZ v | SeelCD|  HRF
32.7.2.9 6.1.2.10 3.2.2.4 Syrge ¢ c}rr\ep/ \ v See ICD HRF
3.2.7.2.10 3225 Revefse Energy/Cijr v See ICD HRF
3.2.72.11A 3.2.2.6.1.1A v See ICD HRF

Reméte\{’O)cér/C)ﬂtrollers Interface B &

v' - Requirement is applicable

E - Exception

B-4

N/A - Requirement is not applicable




APPENDIX B

INTERNATIONAL SPACE STATION (ISS) PRESSURIZED PAYLOAD INTERFACE
REQUIREMENTS DOCUMENT VERIFICATION MATRIX (Cont’d)

LS-71090-1

Verificati
HRD LS-71000 SSP 57000 on
Section Section Section Requirement Applicable| Method |Responsibility Comments

3.2.7.2.11B 3.2.2.6.1.1D  |Remote Power Controllers - Overcurrent 4 See ICD HRF
Protection

3.2.7.2.11C 3.2.2.6.1.1E  |[Remote Power Controllers - Overcurrent 4 See IC HRF
Protection Interface B . / A\

3.2.7.2.11D 3.2.2.6.2.1.1 |Remote Power Controllers - Trip Rating } Vo SGE\ICD HRF

3.2.7.2.11E 3.22.6.1.1C  [Remote Power Controllers - UOP " (//\ See ICD -~ HRF

3.2.7.2.12.1A 3.227.1A Rack Complex Load Impedances - Interface See ICD HRF
B (3 kW and 6 kW)

3.2.7.2.12.1B 3.2.2.7.1B Rack Complex Load(Tmpedances<Interfyce ) 4 See ICD HRF
B (1.2 kW and 1.44 ](W) A

3.27.2.12.2 3.22.7.2 RW Load Impw See ICD [ 7{RF
C

32.7.2.13 3228  _~|Lagg€ Shna)Stavility | v gSeelCD| (HRF

3.2.7.2.15A 3.2.2.10A Electrical Load-StaixtAlone Stability - See TCBY| RF

3.2.7.2.15B / .10B lectrical Load-Stand Alone Stability - w See ICD | © HRF

q

3.2.7.2.15C 2.2, y Electrical Load-Stand Alp#€ Stability X See ICD HRF
CS06

3.2.7.2.16A 612174 \ [3231B Wire Derating - De}/ating( Y ) |V v |SeelCD HRF

3.2.7.2.16B 6.1.2.17B “3.23.1C eremA\&/G v See ICD HRF

3.2.7.2.16C 323.1A Wite Derating - UORN_ v See ICD HRF

3.2.7.2.17A 6.1.2.18A 3.2.32A Excl(lsive Pofver Fgeds - UIP 4 See ICD HRF

32.7.2.17B 6.1.2.18B 3.23.2B Excludive Péwep A eeds - Cabling v See ICD HRF

3.2.7.2.18 6.1.2.19 3233 s of Power v See ICD HRF

3.2.7.2.19 6.1.2.20 324 Electromagnetic Compatibility (EMC) 4 See ICD HRF

v' - Requirement is applicable

E - Exception

B-5

N/A - Requirement is not applicable




APPENDIX B

INTERNATIONAL SPACE STATION (ISS) PRESSURIZED PAYLOAD INTERFACE
REQUIREMENTS DOCUMENT VERIFICATION MATRIX (Cont’d)

LS-71090-1

Verificati
HRD LS-71000 SSP 57000 on
Section Section Section Requirement Applicable| Method |Responsibility Comments
3.2.7.2.19.1 6.1.2.20.1 3.2.4.1 Electrical Grounding 4 See ICD 4~ HRF
3.2.7.2.19.2 6.1.2.20.2 3242 Electrical Bonding v Sce1CD |~ HRF
3.2.7.2.19.3 6.1.2.20.3 3.2.43 Cable/Wire Design and Control 4 See ICt\ HRF
Requirements N\ /\
3.2.7.2.19.4A 6.1.2.20.4 3.2.4.4 Electromagnetic Interference / See\{CD X HRF
3.2.7.2.19.4B 6.1.2.20.4 3.2.4.4 Electromagnetic Interference - Alterg@ative < // See I8DA HRF
Use of RSO3PL
3.2.7.2.19.5 6.1.2.20.5 3.2.4.6 AC Magnetic Fields \ |\ ¥ See ICD HRF
3.2.7.2.19.6 6.1.2.20.6 3.2.4.7 DC Magnetic Fields| \ | v See ICD HRF
3.2.7.2.20 6.1.2.21 3.2.4.5 Electrostatic Discharge | > > v See ICD | ~ HRF
32.7.2.21 6.1.2.22 3248 Corona \ v See ICD / ;lIRF
3.2.7.2.22 6.1.2.23 3249 A Lightnigy /- v 48eelCD| (HRF
3.2.7.3.1 6.1.3.1 332 Word/Byte Notati u,/l"ypes and Data /Nﬂf\ \ No notations, types, or
Transyissi transmissions in HRF
pare. MARES Rack
32.7.3.2 6.1.3.2 (.34 Quustiltative Committee for Space Data N/ No CCSDS data in HRF
Systems (CCSDS) MARES Rack
32733 6.1.3.3 35 MIL-STD-1553B LoyRate Datq Link \/N/X No LRDL interfaces in
(LRDL) HRF MARES Rack
3.2.7.3.4 6.1.3.4 M3.3.6 Medium Rate Data(Link W N/A No MRDL interfaces in
HRF MARES Rack
32735 6.13.5 33.7 Migh Rafe Data Ligk tHRDLy—" N/A No HRDL interfaces in
HRF MARES Rack

v' - Requirement is applicable

N

E - Exception

B-6

N/A - Requirement is not applicable




APPENDIX B

INTERNATIONAL SPACE STATION (ISS) PRESSURIZED PAYLOAD INTERFACE
REQUIREMENTS DOCUMENT VERIFICATION MATRIX (Cont’d)

LS-71090-1

Verificati
HRD LS-71000 SSP 57000 on
Section Section Section Requirement Applicable| Method |Responsibility Comments
3.2.73.6.1A 6.1.3.6.1A 3.3.10.1A Rack Maintenance Switch Interfaces - 4 See ICD HRF
Characteristics
3.2.7.3.6.1B 6.1.3.6.1B 3.3.10.1B Rack Maintenance Switch Interfaces - 4 -See IC HRF
Lever-lock switch / N
3.2.7.3.6.2 6.1.3.6.2 3.3.10.2 Smoke Detector Interfaces NS No smoke detector in
HRF MARES Rack
N\
32.73.63A 6.13.63A 33.103A  [Rack Maintenance Switch/Fire Detefion |~ ¥/ See 0P|  HRF
Support Interface Connector - J43
3.2.7.3.6.3B 6.1.3.6.3B 3.3.10.3B Rack Maintenance Switch/Fi etectio v See ICD HRF
Support Interface Connector - P1 P
3.2.7.3.6.3C 6.1.3.6.3C 3.3.10.3C Rack Maintenance S mtchXOF)s Detecti v See ICD
Suppgrtimierface Connec
3274 6.1.4 34 ,P{ lo Natlo al Televisigh Standards N/A /\/ No video interfaces
/ SC) Video’Interface 9
3275 6.1.5 35 Thermal. Control Tface /}WK_\ \ No thermal control
/—\ N interfaces
32.7.6 6.1.6 (}.6‘\ \ \(acug& System Interface \}I/A / . No vacuum interfaces
3.2.7.7 6.1.7 7 Préssurized Gas Interface A No pressurized gas
/\ interfaces
3.2.7.8 6.1.8 y/ Fluid System Servic \/Nﬁ% No payload support
services interfaces
3.2.7.9.1 6.1.10.1 3.10.1 Fire Prevention> \  N—" v See ICD HRF
32792 6.1.10.2 3.10.2.1-2 o itorin W N/A No smoke detector or
eq 1rements|/f parameter monitoring
32.7.9.3.1A-B 6.1.10.2A-B 3.10.3.1A-B ||PFE - mal Accebs Port N/A HRF MARES Rack has
no PFE ports

v' - Requirement is applicable

E - Exception

B-7

N/A - Requirement is not applicable




APPENDIX B

INTERNATIONAL SPACE STATION (ISS) PRESSURIZED PAYLOAD INTERFACE
REQUIREMENTS DOCUMENT VERIFICATION MATRIX (Cont’d)

LS-71090-1

Verificati
HRD LS-71000 SSP 57000 on
Section Section Section Requirement Applicable| Method |Responsibility Comments
327932 6.1.10.3.2 3.10.3.2 Fire Suppression Access Port Accessibility N/A HRF MARES Rack has
no PFE ports
3.2.79.33 6.1.10.3.3 3.10.3.3 Fire Suppressant Distribution N/A HRF MARES Rack has
3 / N no PFE ports
3.2.7.9.4A 6.1.10.4A 3.10.4A Labeling - PFE Port N HRF MARES Rack has
N no PFE ports
3.2.7.9.4B 6.1.10.4B 3.10.4B Labeling - Fire Detection LED NN ~ HRF MARES Rack has
no fire detection Light-
Emitting Diode (LED)
3.3.1.1.1 6.1.11.1 3.11.1 Materials and Parts (se apd Seledtian \\/ Py See ICD HRF  [PSRP Approval
3.3.1.1.2 6.1.11.1.1 3.L11 Commercial Parts | > > v | SeelCD | ~"HRF  [PSRP Approval
33.1.13AC  [6.1.11.2AC  [3.11.2AC W N/A / No fluids in HRF
P > T / MARES Rack
3.3.1.1.4 6.1.11.3 3013\ |Cleuntfness™ ] v D XIRF  |Inspect drawings, TPS
3.3.1.1.5 6.1.11.4 3~ \|Fungfs Resistent Material v ||SeeICD\ DRF  |Material Cert
3.3.1.2 6.4.9.2 34292 '\ |Sharp dges and Corner Protection 7 SeeICD |~ HRF  [PSRP Approval
33.13 6493 \ 3.12.9% ) [HMEs \ | SeciCD HRF
33.1.4 6494 \ [N244 / |Latches \ X See ICD HRF
33.1.5 6.4.9.5 \ [3.1245 ScrewsandBolts / /) v See ICD HRF
33.1.6 6.4.9.6 M3.12.9.6 SecuringPins ([ \ /J / v See ICD HRF
33.17 6.4.9.7 3.12.9.7 Levers, /c@k( Hodks, and Conroes. v | SeelCD HRF
33.18 6.4.9.8 3.12.9.8 Burry” v See ICD HRF
33.1.9A 6.4.9.9A 3.12.99A-B  ([Lockiug W/cés - shiety Wires v See ICD HRF
3.3.1.9B 6.4.9.9B 3.12.9.9A-B  |\ocking WFracture Critical Fasteners v See ICD HRF

v' - Requirement is applicable

E - Exception

B-8

N/A - Requirement is not applicable
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INTERNATIONAL SPACE STATION (ISS) PRESSURIZED PAYLOAD INTERFACE
REQUIREMENTS DOCUMENT VERIFICATION MATRIX (Cont’d)

LS-71090-1

Verificati
HRD LS-71000 SSP 57000 on
Section Section Section Requirement Applicable| Method |Responsibility Comments
3.3.2.1 6.4.7 3.12.7 Equipment Identification v See ICDr\ HRF
3351 6.1.2.24 3.2.4.10 EMI Susceptibility for Safety-Critical N/A e No safety-critical circuits
Circuits (
3.3.5.2.1 6.1.2.25.1 3.2.5.1.1 Mating/Demating of Powered Connectors /~<< /SE@ ICD HRF
33522 6.1.2.25.2 32.5.1.2 Safety-Critical Circuits Redundancy /Nﬁx \ X No safety-critical circuits
33523 6.1.2.25.3 3252 Rack Maintenance Switch (Rack Poxer v See ISD-{  HRF
Switch)
3.3.5.2.4A 6.1.2.25.4A 3.2.53A Power Switches/ContrglsZ Opgn Suppl 4 See ICD HRF
Circuit Conductors .
3.3.5.24B 6.1.2.25.4B 3.2.5.3B Power Switches/Controls\ @Ver—off M v See ICD
MarkingsAndjcation;
3.3.5.2.4C 6.1.2.25.4C 3.2.5.3C Wr witchgs/Controls ~8upply Circuit N/A /\ / No standby mode
" |no letely Discpnnected 4
3.3.5.2.5A 6.3.2.10.5B 3.2.5.5A PoRa/ble EquipmenpPower Cords - Three- /\ See ICPD RF
wire Rowe
3.3.5.2.5B 6.3.2.10.5B 5B ortably Equipment/Power Cords - Fau(f WA v No credible fault path to
< c t crew
3.3.6.1 6.4.3.1.1 Closures or Covers Desi equirements A HRF MARES Rack
designed for routine
/\ cleaning
3.3.6.2 M3.12.8 Color ([ \ / / v See ICD HRF
33.6.3 6423 31223 Ful¥Size Rape€ Acdommodation v See ICD HRF
3.3.6.4A 6.4.1.1A 3.12.1A1 Grip Strength_— v See ICD HRF
3.3.6.4B 6.4.1.1B 3121A2  ([LineagForcgd / v See ICD HRF
3.3.6.4C 6.4.1.1C 3.12.1A3 Nlorque v See ICD HRF

v' - Requirement is applicable

E - Exception

B-9

N/A - Requirement is not applicable
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REQUIREMENTS DOCUMENT VERIFICATION MATRIX (Cont’d)

LS-71090-1

Verificati
HRD LS-71000 SSP 57000 on
Section Section Section Requirement Applicable| Method |Responsibility Comments
3.3.6.5 6.4.1.2 3.12.1B Maintenance Operations 4 See ICD 4~ HRF
3.3.6.6 6.4.2.1 3.12.2.1 Adequate Clearance v | SeeCD L~ HRF
3.3.6.7A 6.4.2.2A 3.12.2.2A Accessibility - Geometric Arrangement v | See ICf\ HRF
3.3.6.7B 6.42.2B 3.1222B  |Accessibility - Access Openings for Fingers \ S ICD HRF
3.3.6.8 6.4.3.13 3.12.3.1.5 One-Handed Operation /ﬁ/ \/) No cleaning supplies for
q HRF MARES Rack
3.3.69 6.4.3.2.1 3.12.3.2.1 Continuous/Incidental Contact - ngh v See ICD HRF
Temperature
3.3.6.10 6.4.3.2.2 3.12.32.2 Continuous/Incidentdl Co tact L \//\I/A HRF MARES Rack
Temperature serves no cooling
_ functions.
3.3.6.11 6.4.4.2.1 3.12.4.2.1 Eeqtipment Ms)untlng v SeeteD ||  HRF
33.6.12A-B 64.422A-B  [3.1242.2 ¢ [Drfwerdan ed P/auefs NA HRF MARES Rack has
/_\ \ no ORUs for routine
checkout.
3.3.6.13 6.4.4.2.3 3424.2.5 \ Mlignmynt < | </ /SecICD | HRF
3.3.6.14 6.4.4.2.4\ 3.12.49.6 | [shde-Out Stops \ &~ | SeelCD HRF
3.3.6.15 64425 \ [3N24227 |Push-Pull Force \ X |SeelCD | HRF
3.3.6.16A-B 6.4.4.2.6. 1A-ﬁ\/ 3.124.2.8.1A- |Covers - sliding or binged cap or §oor /A No physical access
required
3.3.6.17 6.4.4.2.6.2 3.12.4.2.8.2  [SelfzSdpporting’Co\ers N/A No physical access
required
3.3.6.18 6.4.4.3.2A 3.12.43.2A1 [[Accdssibility]” ) v |SeelCD | HRF
3.3.6.19A 6.4.433A 3.12.43.3A  \[Ease 0fDisconneét - Nominal Operations v See ICD HRF

v' - Requirement is applicable

E - Exception

B-10

N/A - Requirement is not applicable




APPENDIX B
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REQUIREMENTS DOCUMENT VERIFICATION MATRIX (Cont’d)

LS-71090-1

Verificati
HRD LS-71000 SSP 57000 on
Section Section Section Requirement Applicable| Method |Responsibility Comments

3.3.6.19B 6.4.4.3.3B 3.12.4.3.3B  |Ease of Disconnect - ORU Replacement 4 See ICD HRF

Operations >
3.3.6.20 64434 3.12434 Indication of Pressure/Flow N/A < No fluids
3.3.6.21 6.4.43.5 3.12.4.3.5 Self Locking PR HRF
3.3.6.22A 6.4.43.6A 3.12.43.6A  |Connector Arrangement - Space between SeeNCD > HRF

Connectors and Adjacent Obstructlo;ns/( "\ \\
3.3.6.22B 6.4.4.3.6B 3.1243.6B  |Connector Arrangement - Space betﬁﬁn /(*/ See ICD HRF

Connectors in a Row
3.3.6.23 6.4.4.3.7 3.12.43.7 Arc Containment . \ > v See ICD HRF
3.3.6.24 6.4.4.3.8 3.12.43.8 Connector Protectio |, N\ M v SeeICD | _HRF
3.3.6.25 6.4.4.3.9 312439  |Conpector Shype v v SeeICD [/ HRF
3.3.6.26 6.4.4.3.10 3.12.43.10 _{Fluid=my Gag/Line Gonneftors N/A -/ No fluid/gas lines
3.3.6.27 6.4.43.11A  [3.1243.117 |Alfhent MarkSecfGuide Pins vy S| WRF
33.6.28A 6443124  BAZTAINA \ |Codifg - UniqueTo Connection % SeeICD \ HRF
3.3.6.28B 6.4.4.3.12B" [342.43.128 |Coding> Visible C [/ A SeclCD| ™ HRF
3.3.6.29 6.4.4.3.13\ 3.12.43.13 | [P Tdentification \ & [ SeelcD HRF
3.3.6.30 644314 \  [3N243)4  [Orientation \ X See ICD HRF
3.3.6.31A 6.4.43.15A \ [3.J243.15A |Hose/Cable Restraipfs - fbose Enys | [\~"v | SeelCD |  HRF
3.3.6.31B 6.4.43.15B  “[3.12.4.3.15B  |Hose/CableRestraipts - Clamps / / v See ICD HRF
33.631D 64.43.15D  [3.12.4.3.15D |Hps€/Cable Réstraing - Loose Cabfes v See ICD HRF
33.6.32 6.4.4.4.1 312441  Non{fhreadeg-Fasieners Status Indication v See ICD HRF
3.3.6.33 6.4.4.4.2 312442  |[Mouning Bélt/Fpétener Spacing v See ICD HRF
3.3.6.34 6.4.4.4.3 3.12.4.44A  [Multiple Fastefiers v See ICD HRF

v' - Requirement is applicable

E - Exception

B-11

N/A - Requirement is not applicable
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Verificati
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Section Section Section Requirement Applicable| Method |Responsibility Comments
3.3.6.35 6.4.4.4.4 3.124.4.5 Captive Fasteners 4 See ICD 4~ HRF
3.3.6.36A 6.4.4.4.5A 3.12.44.6A  |Quick Release Fasteners - One turn max v Sce1CD |~ HRF
3.3.6.36B 6.4.4.4.5B 3.12.4.4.6B  |Quick Release Fasteners - Positive Locking v | See ICf\ HRF
3.3.6.37 6.4.4.4.6 3.12.4.4.7 Threaded Fasteners \ S ICD HRF
3.3.638A-C  [64.447A-C  [3.12.44.8A-C [Over Center Latches _NA N2 No over-center latches
3.3.6.39 6.4.4.4.8 3.12.4.4.9 Winghead Fasteners \ V¥ |[SelCD HRF
3.3.6.40A 6.4.4.49A 3.12.4.4.11A |Fastener Head Type - On-Oxbit Crew 4 See ICD HRF
Actuation /G{K \ i
3.3.6.40B 6.4.4.49B 3.12.4.4.11B  |Fastener Head Type | Smoth Surfads.  \ |~ v SeeICD | _HRF
3.3.6.40C 6.4.4.4.9C 3.12.44.11C |FastengrHead Type | Slotted Fastengss™ v See ICD HRF
3.3.6.41 6.4.4.4.10 3124412 |Ofe-Hagded Actuatipn v | Seeted || HRF
3.3.6.43 6.4.4.4.12 3124414 |AcgssHol&~__ |~ v TSeelCD | \URF
3.3.6.44 6.4.5.1 31254 \ ContrglsSpacingHesign Requirements v See ICD @F
3.3.6451A-G  [6.4.52.1A-G~"3.12.5.2.1A\G YProtectiye Methods <Y See ICD | V" HRF
3.3.6.45.2 64522 312322 ] [Nonifterference \ | "« |SeelCD HRF
3.3.6.45.3 64523 \ |A\12¥23/ |Dead-Man Controls \ \| Na No dead-man controls
3.3.6.45.4 64524 \ [3.12574  |BamierGuards /" 7 "\ N~ |SeelcD| HRF
3.3.6.45.5 6.4.5.2.5 \1312.5.2.5 Recessed Switch P()tectl\&){/ / N/A No recessed or rotary
switches
3.3.6.46 6.4.5.2.7 3.12.5.2.7 y&u}»rrﬁdéau% N____— N/A No covers in design
3.3.6.47 6.4.5.2.8 312528  ([Hidden Contfols ) N/A No hidden controls
3.3.6.48 6.4.5.2.9 3.12.5.2.9 Hand SontrOlles” N/A No hand controllers
3.3.6.49A-E 6.4.5.3A-E 3.12.53A-E  |Valve Contfols N/A No valves in design

v' - Requirement is applicable

E - Exception
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N/A - Requirement is not applicable




APPENDIX B

INTERNATIONAL SPACE STATION (ISS) PRESSURIZED PAYLOAD INTERFACE
REQUIREMENTS DOCUMENT VERIFICATION MATRIX (Cont’d)

LS-71090-1

Verificati
HRD LS-71000 SSP 57000 on
Section Section Section Requirement Applicable| Method |Responsibility Comments
3.3.6.50 6.4.5.4 3.12.5.4 Toggle Switches 4 See ICD 4~ HRF
3.3.6.51 6.4.6 3.12.6 Restraints and Mobility Aids v | SeeCD L~ HRF
3.3.6.51.1A 6.4.6.1A 3.12.6.1A Stowage Drawer Contents - Restraints v | See ICf\ HRF
3.3.6.51.1B 6.4.6.1B 3.12.6.1B Stowage Drawer Contents - Restraints A Se\e\ICD HRF
3.3.6.51.1C 6.4.6.1C 3.12.6.1C Stowage Drawer Contents - Restraints A SGG\I{JD | > HRF
3.3.6.51.2A 6.4.6.2A 3.12.6.2A Stowage and Equipment Drawers/Tfyys Vv / See ICD HRF
3.3.6.51.2B 6.4.6.2B 3.12.6.2B Stowage and Equipment/Derrs/Tra}X < 4 See ICD HRF
3.3.6.51.3 6.4.6.3 3.12.6.3 Captive Parts R \ | Vv [SecICD| HRF
3.3.6.51.4.1 6.4.6.4.1 3.12.6.4.1 Handles and Restraitjts \> M ON/A All portable equipment
can be grasped with one
ﬂ hand
3.3.6.51.4.2 6.4.64.2 3.12.6.4.3 ~ |Hagdle Locpflon/Front Ackess v ¥SeclCD| [HRF
3.3.6.51.43 6.4.6.4.3 3.12.64.4 \ |Handle Dimensions™ " [SecTCD\  NRF
3.3.6.51.44A-C [6.4.6.44A-C 5712.6.4.5A-C \Non-Fixed Hafidles Design Requirement; \/ No non-fixed handles
L— Stop Position 4
3.3.6.52B 6.4.9.1B 129)IB /| [ENtrical Hazards - Exposure See ICD HRF
exceeds threshold for sh
3.3.6.52C 6.4.9.1C 3.12,94C Electrical Hazards - Fxpogtre haxard \/ See ICD HRF
exceeds threshold fpr shack and threshold
of let-go profile
3.3.6.52D 6.4.9.1D 3.129.1D  [Elecfrical Haerds W v See ICD HRF
ontrpfs provided 4
3.3.6.52E 6.4.9.1E 3.12.9.1E ElecWards - Three independent 4 See ICD HRF
hazard\controls
3.3.6.52.1A 6.4.9.1.1A 3.12.9.1.1 ismatched Reversed Connection 4 See ICD HRF

v' - Requirement is applicable

E - Exception

B-13

N/A - Requirement is not applicable




APPENDIX B

INTERNATIONAL SPACE STATION (ISS) PRESSURIZED PAYLOAD INTERFACE
REQUIREMENTS DOCUMENT VERIFICATION MATRIX (Cont’d)

LS-71090-1

Verificati
HRD LS-71000 SSP 57000 on
Section Section Section Requirement Applicable| Method |Responsibility Comments
3.3.6.52.1B 6.49.1.1B 3.12.9.1.1 Mismatched - Blind Connections 4 See ICD "\ HRF
3.3.6.52.1C 6.49.1.1C 3.12.9.1.1 Mismatched - Mismating v Sce1CD |~ HRF
3.3.6.52.1D 6.4.9.1.1D 3.12.9.1.1 Mismatched - Minimizing Equipment Risk v | See ICf\ HRF
3.3.6.52.2.1 6.4.9.1.2.1 3.12.9.14.1  [Device Accessibility \1S&ICD HRF
3.3.6.52.2.2 6.4.9.1.2.2 3.12.9.1.42  |Extractor-Type Fuse Holder "/, | SeeXcD |3 HRF
3.3.6.52.2.3 6.49.12.3 3.12.9.1.43  |Overload Protection Location \ V¥ |[SelCD HRF
3.3.6.52.2.4 6.49.1.2.4 3.12.9.1.4.4 |Overload Protection Identification \ < 4 See ICD HRF
3.3.6.52.2.5 6.4.9.1.2.5 3.12.9.145  |Automatic Restart Pitection \ | M See ICD HRF
3.3.6.53 6.4.9.10 3.12.9.10  |Audio Displays IS N M Na ] No audio displays
3.3.6.54 6.4.9.11 3.12.9.12 Egress™ - v SecICD [/ YRF
338.1.1A 6.1.1.3B 3.1.1.3B St 1 mwems - Positive v ] 8cICDY <HRF
( Sa ar. Qn-orbit Loads
3.3.8.1.1B 6.1.1.3D 3.11 StructarabResign-Requirements - Crew v See ICD\\}{F
Induced Load Requirements <)
3.3.8.1.2 6.1.1.5 / BIIRA \ &@y&ritical Structures Requirements\ \ See ICD HRF
33.8.13 6.1.14C \  [1.1.4C / [Modal Frequency _— N \| ¢ See ICD HRF
3.3.8.1.4A 6.1.1.3A \ 3 yé/ Launch and Landing/ﬁmms 05 \/ See ICD HRF
Safety

M i - ICD HRF
3.3.8.1.4B 6.1.1.3E 3.1.1.3E %?de(imawy v See IC
3.3.8.1.4C 6.1.1.3F 3.1.1.3F W aungfi and Landing Doads—=T0ad Factors v See ICD HRF

v' - Requirement is applicable

N

E - Exception
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N/A - Requirement is not applicable
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APPENDIX C

FUNCTIONAL PERFORMANCE VERIFICATION MATRIX

LS-71090-1

LS-71000 Verification
HRD Section Section Requirement Applicable Method Comments
32.1.1A Functional Performance Characteristics v A />
3.23B 7.3.1 Reliability, Quality, and Non-Conformance Reporting v A /
3.23.C1 7.3.2.1 Reliability, Quality, and Non-Conformance Reporting v /\A( A\ \
3.23.C2 7.3.2.2 Reliability, Quality, and Non-Conformance Reporting v /A v \
3.2.3.C3 7.3.2.3 Reliability, Quality, and Non-Conformance Reporting v / A \/
3.2.3.C4 7.3.2.4 Reliability, Quality, and Non-Conformance Reporting N/A\ Y /A No software
3.23.1 Failure Propagation v \ \ A
3232 3.1.1,7.2.1 Useful Life / A P
3.23.2.1 Operational Life (Cycles) > v > A o/
32322 Shelf Life ) v A ~ /
32323 Limited Life A v NEN
3.2.6.1 Launch and Landin, N/A /A Launch and Yanding requirements
/&\ f\/ //f 3 diMsed by SSP 57000,
3.2.7.2.11.1A HRF MARESRask Trip Reqijremests Summary v | A
3.2.7.2.11.1B HRF\MARB& Rack)Trip /i{equi\rgments Summary /7\ <A
3.2.7.2.11.1C HRF M@RES\B&&(% Requirements Summary /\\/ \ \ )\
3.2.7.10.1 HRF MA\&E[S/%ﬁ to MARES Interface j / VT, LA
Requiremewts
33.1.1.1.1A Russian Materials Usage Agregn% \ / A
33.1.1.1.1B Russian Materials Usage Ag}éem?ﬁ /) v I
3.3.1.9C Locking Wires ( \ / / v A
333 7.3.1 Workmanship v I

v’ - Requirement is applicable

I - Inspection

E - Exception
D - Demonstration

C-1

N/A - Requirement is not applicable
A - Analysis

T - Test




APPENDIX C

FUNCTIONAL PERFORMANCE VERIFICATION MATRIX (Cont’d)

LS-71090-1

LS-71000 Verification
HRD Section Section Requirement Applicable Method Comments
33.6.2.1A 6.4.3.5.1 Interior Color - Rack Mounted Equipment - Front v I
Panel Color
3.3.6.2.1B 6.43.5.1 Interior Color - Rack Mounted Equipment - Front v \/
Panel Finish
3.3.6.2.1C 6.43.5.1 Interior Color - Rack Mounted Equipment - Latches N/ / NBFMARES Rack is not rack
mounted equipment
3.3.6.2.2A 6.43.52A Interior Color - Stowed/Deployable Equipment - / v I
COTS
3.3.6.2.2B 6.43.5.2B Interior Color - Stowed/Deployable Equipment - > v N1
Repackaged
3.3.8.2.1 6.2.2.14 Batteries ( N/A N/A ARES Rack contains no
) < batteries.
\Zg

v’ - Requirement is applicable

I - Inspection

E - Exception
D - Demonstration

C-2

N/A - Requirement is not applicable
A - Analysis

T - Test
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APPENDIX D

LS-71090-1

TABLE D-1. ACCEPTANCE AND QUALIFICATION TEST APPLICABILITY MATRIX

HRD
Verification LS-71000
HRD Section Section Section Requirement Applicable Comments
34.1A 43.1.1,43.1.2 | 5.4.1.1.6.1 and | Thermal Environment Compatibility v >
54.1.1.6.2
34.1B 43.1.1,43.1.2 | 5.4.1.1.6.1 and | Thermal Environment Compatibility v
54.1.1.6.2 PR @z
342 432 Vibration and Sine Sweep v HRF will accept the risk of not
performing acceptance
vibration testing on the
MARES Rack stowage drawer
and the MARES Rack. No
subsfitute verifica-tion method
fll/be used to replace
D acgeptance vibration testing
fof the MARES Rack stowage
m awer and the MARES Rack.
3.4.3 433 5.4.13.4 FupetionatAdcepsdnce | T~ | \
3.4.4 434 54.1.1.10 BEE Panty Burn-in Y v\
3.4.5 43.5 54.1.1.8 Flaamability — ) v
3.4.6 4.3.6 54419 Offgdgsing > \ v
3.4.7 4.3.7 54.1 .3\4 \ §'hock\/ \ \ \ N/A Not rack mounted equipment
3438 4.3.8 5\4.1.13\/ Bench Handling ) \/ v Drop test for PIP only
3.4.9 4.3.9 5AL11 Payload Mass /| )/ v
3.4.10 4.3.10 54371 Electromagaetic Compgtibility v
3.4.11 43.11 5.4.1.1.7 Acoystic Netse” N/A
3.4.12.1 43.12.1 54.1.1.11.1 | Saféty-Citical Sfructyte Dimensional Check v
34.12.2 43.12.2 54.1.1.11.2 | Salfety-CriticatStrucfure Material Certification v
3.4.13 4.3.13 54.13.1 Software ptance N/A No software
3.4.14 4.3.14 54.13.2 Pre-Delivery Acceptance v
3.4.15 4.3.15 54.1.33 Pre-Installation v
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TABLE D-2. NON-CRITICAL HARDWARE QUALIFICATION TEST REQUIREMENTS

Type Test component Il{{il; gﬁtﬁﬁi PIP Cables Kits %(r):v\sgre
Thermal Cycling 7.5 Cycles N/A v N/A N/A N/A
Qualification for Acceptance Vibration N/A v N/A N/A N/A
Flammability v 4 v v N v
Offgassing v 4 v v > v
Bench Handling N/A v N/A /ﬂ(A \ N/A
Payload Mass Control Plan 4 v v / ) o \/\ > v
EMI/EMC Control Plan N/A v D Na N/A
Acoustic Noise Control Plan N/A N/A \NA N/A N/A
Sinusoidal Resonance Analysis v I/N/{A. }\{/A ) N/A 4

D-2
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TABLE D-3. NON-CRITICAL HARDWARE ACCEPTANCE TEST REQUIREMENTS

Component HRF MARES Stowage
Type Test Rack Structure PIP Cables Kits Drawer
Thermal Cycling 1% Cycles N/A v N/A N/A N/A
Acceptance Vibration E v N/A N/A E
Functional 4 4 v v N v
Burn-in N/A v N/A N/ - NA
Pre-Delivery Acceptance Functional v 4 v /\< \ v

D-3
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